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Proposed Changes to 8.3.4.5 and 8.3.4.6:

8.3.4.5 BIP transmission 

When a STA transmits a broadcast/multicast Robust Management Frame it shall: 
a) Select the appropriate key (IGTK) for the frame and construct the MMIE (see 7.3.2.53) with the MIC field masked to zero and the KeyID field set to the corresponding IGTK KeyID value. Transmitter shall select a valid transmit sequence number as given in 8.3.4.4 and insert this value into the MMIE Replay Counter field. 
b) Compute AAD as specified in 8.3.4.3. 
c) Compute AES-128-CMAC over the concatenation of (AAD || Management Frame Body || MMIE), and insert the 64 bit output into the MMIE MIC field. 
d) Compose the broadcast/multicast Robust Management Frame as the IEEE 802.11 header, Management Frame Body, MMIE, and FCS. 
e) Transmit the broadcast/multicast Robust Management Frame
8.3.4.6 BIP reception 
When a STA receives a  broadcast/multicast Robust Management Frame protected by BIP, it shall: 
a) Identify the appropriate IGTK key and associated state based on the MMIE Key ID field. 
b) Execute the appropriate replay protection scheme defined in 8.3.4.4.  If the replay protection fails, the dot11RSNAStatsCMACReplays shall be incremented and the frame shall be discarded.
c) If the replay protection scheme succeeds, the receiver shall compute AAD for this management frame, as specified in 8.3.4.3. The receiver shall extract and save the received MIC value, and  compute the AES-128-CMAC over the concatenation of (AAD || Management Frame Body || MMIE) with the MIC field masked to zero in the MMIE. 
If the result does not match the received MIC value, then the receiver shall silently discard the frame and increment the dot11RSNAStatsCMACICVErrors counter by 1. If Robust Management Frame is enabled, broadcast management frames that are received without BIP protection shall be silently discarded.
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This document contains proposed changes to the TGw draft D2.0 to address LB102 comment #221. 
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