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Proposals resolutions are itemized below.



I-1	21/20	3.1
Comment: Please add a definition for Extended Unique Identifier.
Proposed Change: Briefly explain EUI-48 and EUI-64.
Disposition Detail (1-24-0042r1): Roger to write a suggested definition
Proposed Resolution: 
Add to 3.1, in appropriate alphabetical location:
“Extended Unique Identifier (EUI): A 48-bit or 64-bit identifier, with both M and X bits equal to 0, intended to be globally unique and subassigned, by the assignee of a block of such identifiers assigned by the IEEE Registration Authority, to a hardware device instance or other object that requires unique identification.”

I-17	22/25	3.1
Comment: The term "protocol data unit" is used in the draft and should be defined. Note that "service data unit" is defined.
Proposed Change: Define "protocol data unit".
Disposition Detail (1-24-0042r1): Roger to write a suggested definition
Proposed Resolution: 
Add to 3.1, in appropriate alphabetical location:
“protocol data unit: A unit of information transmitted among peer instances of a layer or sublayer comprising protocol-specific control information and user data.”

I-29	34/6	5.3.1
Comment: This should not reference a "set of MACs." Per 5.2.3, "The functions listed are those of the MAC sublayer as a whole. Responsibility for performing them is distributed across the transmitting and receiving end stations and any interconnection devices such as bridges.” So it’s a MAC, not a set of MACs.
Proposed Change: Change "the set of MACs" to "the MAC".
Disposition Detail (1-24-0042r1): Change “the set of MACs” to be “the set of MAC entities” Add a definition: “Medium Access Control (MAC) entity: An instantiation of the MAC sublayer in a single station.”/ Defer at this time

Proposed Resolution: 
Change “the set of MACs” to be “the set of MAC entities.

Add to 3.1, in appropriate alphabetical location:
“medium access control (MAC) entity: An instantiation of an active element embodying MAC-specific capabilities at a station.”
“logical link control (LLC) entity: An instantiation of an active element embodying LLC-specific capabilities at a station.”

In B[20] of Annex A, change “IISO to “ISO.”

[Note: See definition of (N)-entity in ISO/IEC 7498-1:1994 B[20).]

I-19	25/18	3.2
Comment: "LPDU" and "MSDU" are used but not defined and are not in the abbreviation list.
Proposed Change: Add defintions and abbreviations for "LPDU" and "MSDU".
Disposition Detail (1-24-0042r1): Roger to write a suggested definition	
Proposed Resolution: 
In 3.1, delete the definition of “service data unit.”

Add to 3.1, in appropriate alphabetical location:
“MAC service data unit (MSDU): Data sent within a frame by a MAC entity for delivery to one or more other MAC entities.”

Add to 3.1, in appropriate alphabetical location:
“LLC protocol data unit (LPDU): an LLC PDU carried in the data field of a frame as an MSDU”

Add to 3.2, in appropriate alphabetical location:
“LPDU: LLC protocol data unit”
“MSDU: MAC service data unit”

In 5.2.3 lines 31-32, revise as follows:
“The MAC sublayer provides a data transfer service to the LLC sublayer; a data unit received by the a MAC sublayer entity from the its associated LLC sublayer entity is transferred to a zero or more peer MAC sublayer entities for delivery to its the associated LLC sublayer entities.”


