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Abstract

Teleconference Minutes for Task Group K.
Detailed minutes follow:

Wednesday, September 1, 2004 – 8:30 AM Pacific
1. Chair calls the conference call to order at 8:30 AM
2. Attendance Paine, Gray, Kwak, Klein, Roebuck, Johnson, Black
3. Review of Letter Ballot Comment Resolution  964r3
· 105 votes received of 350 voters

· 4 votes with comments

· 3 no votes with comments

· 1 yes vote with comments

4. Review of votes 974r1

5. Comment Review
Comment #2 – Clause All – Housley

Problem - 802.11k very helpful to a STA in selecting the next access point to which it will associate.  However, 802.11k messages are subject to forgery.  A mechanism for authentication and integrity is needed.
Remedy - Specify a mechanism for authentication and integrity protection.
Comment - The chair mentioned Joe Kwak believed we could address this comment by indicating another group is forming to address this problem; though this may not be sufficient to address his comment depending on him timeframe.

Resolution - 
Comment #5 – Clause 7.3.2.22.5 – Lanzl
Problem - the text and tables (k5 and k6) refer to an entity "RPI" that is undefined.  From the context, it appears that "RPI" could be "RCPI", but that is not entirely clear.
Remedy - Either define RPI prior to its use and place that abbreviation in section 4 or change all references to RPI in all text and tables to RCPI. Note that RPI is used elsewhere as well (for example, in table 20b).

Comment - Most of Lanzl’s comments voice concerns are about using both RSSI and RCPI. Lanzl comments indicate he would only like to see RCPI used. 
Comment – Joe Kwak voiced concern that this is not meant as a replacement but both measurements could be useful in different situations. 
Comment - TGk may want to revisit if one request which are used though.
Resolution - 
Comment #10 – Clause 7.3.2.22.6 – Lanzl

Problem - It is not clear in this section that the report should only cover one frame.  This is hinted in later text.  Without that clarity, it is confusing how to report multiple RCPI in this report.
Remedy - Add some text clarifying that this beacon report can only apply to one frame measurement.
Comment – there is potential confusion, because conditioning is specified for both periodic and single.

Resolution - 

Comment #27 – Clause – Hayes

Problem - The TBTT fields of the neighbor report will not be viable in such a large number of implementations that their presence will be useless, even if they are marked as optional.
Remedy - Delete the text regarding TBTT from clause 7.3.2.26
Resolution - none
6. Conference call ends 8:53 AM.
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