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To address comment #19, Change Clause 7.4.2.3 in 802.11k draft 2.0 as indicated below:

The Link Measurement Request frame uses the Action frame body format and is transmitted by a STA to 

request another STA to respond with a Link Measurement Report frame to enable measurement of link 

path loss and estimation of link margin. The format of the frame is shown in Figure k31.

	
	
	
	
	
	

	
	Category
	Action
	Dialog Token 
	Transmit Power 
	Max Transmit Power 

	Octets:
	1
	1
	1
	1
	1


Figure k31 – Link Measurement Request frame body format

The Category field shall be set to the value indicating the Radio Measurement category, as specified in

Table 19a in 7.3.1.11. 

The Action field shall be set to indicate a Link Measurement Request according to Table k13 in 7.4.2. 

The Dialog Token field shall be set equal to a non-zero value chosen by the STA sending the request to

identify the transaction.

The Transmit Power element shall be set to the transmit power used to transmit the frame containing the Link Measurement Request. The element is coded as a signed integer in units of decibels relative to 1 mW. The maximum tolerance for the transmit power value reported in the Transmit Power element shall be ± 5 dB by the STA transmitting the Link Measurement Request frame.  The Max Transmit Power element is coded as a signed integer and is 1 octet in length.  It provides an upper limit, in units of decibels, on the transmit power as measured at the output of the antenna connector to be used by the transmitting STA on the current channel.  

To address comments #63, 198, 241, 733, Add the following paragraph to the end of Clause 11.1.3.2.1 in 802.11k draft 2.0 as indicated below:

When a probe response frame is returned in response to a probe request frame which contains Requested information elements, any of the requested elements which appear as individual items in the ordering list of Table 12 shall appear both in their individual ordered location as specified in Table 12 and in the ordered location reserved for the list of requested elements, where the requested elements appear in increasing numerical element ID order.
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Abstract


This document includes the instructions to the editor to resolve technical comments in the TPC category from the TGk letter ballot.
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