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Text Changes to include Measurement Pilot Transmission Information in the Probe Response

7.2.3.9 Probe Response frame format

Insert new row 27 and change the last row as follows: 

Table 15—Probe Response frame body
	Order
	Information
	Notes

	27
	Measurement Pilot Transmission Information
	May be included if dot11RadioMeasurementEnabled is true.

	242728-n
	Requested information elements
	Elements requested by the Request information element of the Probe Request frame.

	
	
	


7.3.2 Information Elements

Insert Element IDs 57 into Table 26 and change the Reserved row accordingly: 

Table 26—Element IDs

	Information Element
	Element ID

	Measurement Pilot Transmission Information
	57

	Reserved
	515758-220

	
	


Insert the following new clause (7.3.2.41) after 7.3.2.40:

7.3.2.41 Measurement Pilot Transmission Information element

The Measurement Pilot Transmission Information element contains a Measurement Pilot Transmission field as shown in Figure 112K.

	
	
	
	
	

	
	Element ID

	Length
	Measurement Pilot Transmission
	

	Octets:
	1
	1
	2
	


Figure 112K—Measurement Pilot Transmission Information element format

The length field shall be set to 2.

The Measurement Pilot Transmission Field contains the Measurement Pilot Interval as specified in 7.3.1.19, if the Measurement Pilot frames are transmitted. The field is set to all zeroes if the Measurement Pilot frames are not transmitted.

10.3.2.2.2 Semantics of the Service Primitive

Insert the following row at the end of the BSSDescription table:
	
	
	
	

	Name
	Type
	Valid Range
	Description

	Measurement Pilot Transmission
	As defined in frame format
	As defined in frame format
	The value of Measurement Pilot Transmission from the Measurement Pilot Transmission Information element if such an element was present in the Probe Response. The element may be present only when the MIB attribute dot11RadioMeasurementEnabled is true.

	
	
	
	


Annex A

A.4.13 Radio Resource Measurement extensions

Insert RRM22 in the end of the table:

	Item
	Protocol Capability
	References
	Status
	Support

	RRM22
	Measurement Pilot Transmission Information element included in Probe Response frame 
	7.2.3.9, 7.3.2.41
	CFk:O
	Yes, No, N/A


Text Changes to include Measurement Pilot Transmission Information in the Neigbor Report
7.3.2.36 Neighbor Report element
Insert sub-element ID 2 into Table 43B and change the Reserved row accordingly: 

Table 43A—Optional Extensions
	Sub-Element ID
	Name

	2
	Measurement Pilot Transmission Information

	23-255
	Reserved


Insert following Measurement Pilot Transmission Information sub-element description after the end of TSF Information description:

The Measurement Pilot Transmission Information sub-element contains the Measurement Pilot Transmission field.

	
	

	
	Measurement Pilot Transmission

	Octets:
	2


Figure 112G—Measurement Pilot Information sub-element format

The value of Measurement Pilot Transmission Information sub-element length is 2.

The Measurement Pilot Transmission field contains the Measurement Pilot Interval as specified in 7.3.1.19, if the reported AP is transmitting Measurement Pilots frames. The field is set to zeroes if the reported AP is not transmitting the Measurement Pilots frames.

11.12.2 Receiving a Neighbor Report

Insert the following paragraph at the end of clause 11.12.2

A serving AP may include a Measurement Pilot Transmission field in the Neighbor Report element only if it is able to guarantee that the reported neighbor AP is not transmitting the Measurement Pilot frames, or is transmitting the Measurement Pilot frames with the Measurement Pilot Interval known by the serving AP. 

Annex A

A.4.13 Radio Resource Measurement extensions

Insert RRM12.3:
	Item
	Protocol Capability
	References
	Status
	Support

	RRM12
	Neighbor ReportProcedure
	11.12.2, 11.12.3
	CFk:M
	Yes, No, N/A

	RRM12.1
	Neighbor Report Procedure
	11.12.2, 11.12.3
	CFk:M
	Yes, No, N/A

	RRM12.2
	TBTT Offset in Neighbor Report
	7.4.5.5, 11.12.3
	CFk:O
	Yes, No, N/A

	RRM12.3
	Measurement Pilot Transmission Information in Neighbor Report
	7.3.2.36, 11.12.2
	CFk:O
	Yes, No, N/A
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Abstract


This document contains normative text changes to TGk draft to include optional element about the AP’s Measurement Pilot transmissions in Probe Response. This document also contains normative text changes to include optional element about Neighbor AP’s Measurement Pilot transmission in Neigbor Report. 





Changes are shown with respect to TGk draft D4.0.
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