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Abstract

This document provides amendments to solve the problem described in [problem-proposal-user-plane-support-qos-mapping.ppt] about QoS Mapping.
This text proposal is based on P802.11u-D0.02.
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7.3.2.46 QoS Map Set element 

Change Figure u17 as shown below:

	
Order
	Size (octets)
	
Description

	1
	1
	Element ID.  TBD

	2
	1
	Length

	3
	2
	Map ID

	4
	2
	DSCP exception element #1 (optional)

	5
	2
	DSCP exception element #2 (optional)

	5+n-2
	2
	DSCP exception element #n (optional)

	6+n-2
	2
	UP 0 DSCP Range element

	7+n-2
	2
	UP 1 DSCP Range element

	8+n-2
	2
	UP 2 DSCP Range element

	9+n-2
	2
	UP 3 DSCP Range element

	10+n-2
	2
	UP 4 DSCP Range element

	11+n-2
	2
	UP 5 DSCP Range element

	12+n-2
	2
	UP 6 DSCP Range element

	13+n-2
	2
	UP 7 DSCP Range element


Figure u17: QoS Map Set element description

Insert the  following text after Figure u17:

The Map ID is maintained by AP and returned in the QoS Map Set element of the QoS Map Configure frame. One QoS Map Set is identified by one Map ID.
P.1 Interworking with External Networks and Emergency Call Support with
P.2  QoS Mapping Guidelines for Interworking with External Networks
P.2.1 Determination of the mapping for a STA
Change the last paragraph of the clause P.2.1 as shown below:
When the AP has a change in the QoS Map information, it can also use the Action Frame to configure the QoS Map at the STA without solicitation (as shown in the broken line at the bottom of the sequence). The STA should update the QoS Map information based on the Map ID.
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