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1. COMMENT:  [From Spreadsheet]
What steps are expected to be completed within the 2 TU time period?  More importantly how is this information conveyed to the SME?
"If the MIB attributes are not being set to their default values, WAVE mode MAC operation shall resume in less than 2 TUs after changing the value of the locally administered MAC address."

What is MAC operation?   It's part of a normative requirement,  so it needs to be something that is testable.  

2. Commenter’s Suggested Remedy (If appropriate):  [From Spreadsheet]
Add a sentence to clause 10.3.9.1.4 (Effect of Receipt) of this form: "When an MLME-RESET.request primitive is received by the MLME when operating in WAVE mode, the MAC must reset, become operational and generate the MLME-RESET.confirm primitive within 2 TUs."
Add a reference to the relevant subclause or tighten exactly what you need the STA to be able to do in that timeframe.

3. Background, Explanation, Discussion, etc.:

In the interest of trying to keep the draft as simple as possible we may have left out a level of detail needed to explain operation to those not involved with the development of 11p.
4. Recommended Resolution of the Comment:

Accept
5. Motion (if technical and/or significant):

(And instructions to the editor.)
Move to accept the suggested remedy from CID 437 to address CID 437 and CID 463.  The actual wording is listed above as the first item in section 2, specifically, the portion that is within the quotation marks.
Motion by: _Rick Noens_________Date: __01/17/07_______
Second:  ______________________

	Approve:
	Disapprove:
	Abstain:
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