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1. Comments
The essence of the comment(s) is that the SAP is an abstract interface and timing requirements are therefore inappropriate.
2. Commenter’s Suggested Remedy (If appropriate):  
Remove timing requirements at the SAP interface.
3. Background, Explanation, Discussion, etc.:

Accepted
4. Recommended Resolution of the Comment:

Change:

10.3.25A.2.1 Function 
This primitive is sent by the MLME to the SME to report the result of a request to get the value of the TSF timer. The value returned in TSFtimer shall be the [MLME’s estimate of the] value of the TSF timer at the instant the MLME-GETTSFTIMER.request was received by the MLME with a tolerance of +/- [1 μsec]. The MLME-GETTSFTIMER.confirm shall be issued within [10 μsec] of the receipt of the MLME-GETTSFTIMER.request. Conceptually, upon receipt of the MLME-GETTSFTIMER.request, the TSF timer is instantly latched into a buffer, the value is corrected for known latencies in accomplishing this task, if any, in order to meet the tolerance specified, and within the allotted reporting period the MLME-GETTSFTIMER.confirm is sent to the SME. 
To:

10.3.25A.2.1 Function 
This primitive is generated by the MLME to report to the SME the result of a request to get the value of the TSF timer.
From:

 10.3.25B.1.1 Function 
This primitive is sent by the SME to the MLME to request that the MLME set the value of its TSF timer to a specific value. The TSF timer shall be set to the specified value within [10 μsec] of the receipt of the request by the MLME.
To:

10.3.25B.1.1 Function 
This primitive is sent by the SME to the MLME to request that the MLME set the value of its TSF timer to a specific value. 
5. Motion (if technical and/or significant):

(And instructions to the editor.)
Move to accept comments 461 and instruct the editor to implement the recommended resolution.
Motion by: ____________________Date: _________________
Second:  ______________________

	Approve:
	Disapprove:
	Abstain:
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