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Introduction

Interpretation of a Motion to Adopt

A motion to approve this submission means that the editing instructions and any changed or added material are actioned in the TGn Draft.  This introduction is not part of the adopted material.

Editing instructions formatted like this are intended to be copied into the TGn Draft (i.e. they are instructions to the 802.11 editor on how to merge the TGn amendment with the baseline documents).

TGn Editor:  Editing instructions preceded by “TGn Editor” are instructions to the TGn editor to modify existing material in the TGn draft.   As a result of adopting the changes, the TGn editor will execute the instructions rather than copy them to the TGn Draft.

Submission Note: Notes to the reader of this submission are not part of the motion to adopt.  These notes are there to clarify or provide context.
	CID
	Page
	Clause
	Duplicate of CID
	Resn Status
	Comment
	Proposed Change
	Resolution

	2572
	198.40
	11.9.7.1
	
	
	"If an AP is switching to a channel within the same regulatory class, and
dot11ExtendedChannelSwitchImplemented is true, then the AP shall send the Extended Channel
Switch Announcement element and Extended Channel Switch Announcement frame, else the AP
shall send the Channel Switch Announcement element and Channel Switch Announcement frame.
Optionally the Extended Channel Switch Announcement element and Extended Channel Switch
Announcement element frame may be used."

This option is always true for HT APs.  So it says when we switch within the same regulatory class,  we must use the extended element/frame.   

This would ensure that legacy .11h STA's get left behind.
	Should allow the use of the normal channel switch signalling as well as the extended signalling.
	Transfer to TGy

The 11.9.7 (Selecting and advertising a new channel) is not a part of the TGn draft 



	2893
	198.41
	11.9.7.1
	
	
	The dot11ExtendedChannelSwitchImplemented is subject of AP and STA as well. How knows the DFS owner that the dot11ExtendedChannelSwitchImplemented is true in all recipients of the Extended Channel Switch Announcement? 
	Add Extended Channel Switch Implemented subfield in the  Extended Capabilities element.  Add a following rules to this subclause "A STA shall set the Extended Channel Switch Implemented subfield in the  Extended Capabilities element to 1 if the STA’s dot11ExtendedChannelSwitchImplemented dot11MultiDomainCapabilityEnabled are true; otherwise, it shall be set to 0. A STA shall set dot11ExtendedChannelSwitchImplemented to TRUE before associating with a BSS or IBSS in which the Extended Channel Switch Implemented subfield is set to 1 in the Extended Capabilities element in Beacon
frames and Probe Response frames received from the BSS or IBSS."
	Transfer to TGy

The 11.9.7 (Selecting and advertising a new channel) is not a part of the TGn draft 



	2575
	198.61
	11.9.7.2
	
	
	"If a DFS owner is switching to a channel within the same regulatory class, and
dot11ExtendedChannelSwitchImplemented is true, then the DFS owner shall send the Extended
Channel Switch Announcement element and Extended Channel Switch Announcement frame,"


This option is always true for HT APs.  So it says when we switch within the same regulatory class,  we must use the extended element/frame.   

This would ensure that legacy .11h STA's get left behind.
	Should allow the use of the normal channel switch signalling as well as the extended signalling.
	Transfer to TGy

The 11.9.7 (Selecting and advertising a new channel) is not a part of the TGn draft 



	2894
	199.14
	11.9.8.1
	
	
	The definition mandates that HT STA sets to true all the following attributes: dot11RegulatoryClassesImplemented, dot11RegulatoryClassesRequired, dot11ExtendedChannelSwitchImplemented. It means that all HT STA implements the Extended Channel Switching. Not in all environments there is need for it. For example this feature is not so important for  the 20MHz capable Home BSS that sits in 2.4GHz band. So this feature should be configurable 
	Add Extended Channel Switch Implemented subfield in the  Extended Capabilities element.  Add a following rules to this subclause "A STA shall set the Extended Channel Switch Implemented subfield in the  Extended Capabilities element to 1 if the STA’s dot11ExtendedChannelSwitchImplemented and dot11MultiDomainCapabilityEnabled are true; otherwise, it shall be set to 0. A STA shall set dot11ExtendedChannelSwitchImplemented to TRUE before associating with a BSS or IBSS in which the Extended Channel Switch Implemented subfield is set to 1 in the Extended Capabilities element in Beacon
frames and Probe Response frames received from the BSS or IBSS."
	Similar to 2893
Should be solved in TGy

	1770
	201.01
	11.9.8.4
	
	
	11.9.8.1 states "For an HT STA, the following MIB attributes shall be set to true: dot11RegulatoryClassesImplemented, dot11RegulatoryClassesRequired, and dot11ExtendedChannelSwitchImplemented." so why is this if statement necessary?
	remove paragraph
	Accept
As the commenter recommends


Notice: This document has been prepared to assist IEEE 802.11. It is offered as a basis for discussion and is not binding on the contributing individual(s) or organization(s).  The material in this document is subject to change in form and content after further study. The contributor(s) reserve(s) the right to add, amend or withdraw material contained herein.





Release: The contributor grants a free, irrevocable license to the IEEE to incorporate material contained in this contribution, and any modifications thereof, in the creation of an IEEE Standards publication; to copyright in the IEEE’s name any IEEE Standards publication even though it may include portions of this contribution; and at the IEEE’s sole discretion to permit others to reproduce in whole or in part the resulting IEEE Standards publication.  The contributor also acknowledges and accepts that this contribution may be made public by IEEE 802.11.





Patent Policy and Procedures: The contributor is familiar with the IEEE 802 Patent Policy and Procedures <� HYPERLINK "http://%20ieee802.org/guides/bylaws/sb-bylaws.pdf" \t "_parent" �http:// ieee802.org/guides/bylaws/sb-bylaws.pdf�>, including the statement "IEEE standards may include the known use of patent(s), including patent applications, provided the IEEE receives assurance from the patent holder or applicant with respect to patents essential for compliance with both mandatory and optional portions of the standard."  Early disclosure to the Working Group of patent information that might be relevant to the standard is essential to reduce the possibility for delays in the development process and increase the likelihood that the draft publication will be approved for publication.  Please notify the Chair <� HYPERLINK "mailto:stuart@ok-brit.com" ��stuart@ok-brit.com�> as early as possible, in written or electronic form, if patented technology (or technology under patent application) might be incorporated into a draft standard being developed within the IEEE 802.11 Working Group. If you have questions, contact the IEEE Patent Committee Administrator at <� HYPERLINK "mailto:patcom@ieee.org" \t "_parent" �patcom@ieee.org�>. 





Abstract


This document contains proposed changes to the IEEE P802.11n Draft to address the following LB97 comments assigned to the author:


CIDs  1770 Accept   


CIDs  2572, 2893, 2575, 2894 Transfer to TGy





The changes marked in this document are based on TGn Draft version D2.02.
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