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On receipt of a unicast mesh frame, an MP shall decipher it and check it for authenticity. If it is not from a peer MP, the frame shall be silently discarded.

The MP shall then check to see whether the Mesh DA in Address 3 field is known; if it is an unknown address, the MP may either silently discard the frame or trigger a path discovery procedure depending on the path selection protocol that is currently active in the mesh.

By the pair of source MP Address (identified by Address 4 field) and Mesh Sequence Number, the MP may detect duplicate frames. Duplicate frames may be discarded.

If Address 3 does not match the MP’s own address, but is a known MAC addresses in the forwarding information, the MP shall decrement the TTL field in the Mesh Header. If zero has been reached, the frame shall be discarded. Otherwise, the MP shall forward the frame by setting the Address 1 field to the MAC address of the next hop MP as determined from the forwarding information and the TA field to its own MAC address and queueing the frame for transmission.

If Address 3 matches the MP’s own MAC address, and the frame is a Mesh data frame,  then the MP shall check the Address Extension Mode field in the Mesh Header field and take the following actions based on its value:

· If the Address Extension Mode is set to 00 or 01, indicating this MP is the final destination of the frame, the MP shall process and send it to an upper layer.  By the pair of source MP Address (identified by Address 4 field) and Mesh Sequence Number, the destination MP may detect duplicate frames.  Duplicate frames may be discarded.
· If the Address Extension Mode is set to 10 or 11:

· If the current MP is the final destination of the frame (mesh DA = DA), the MP shall process and send it to an upper layer

· If the current MP is a proxy MP for non-mesh, proxied entities, the MP shall first check whether or not the destination address (DA) in Address 5 field is one of the addresses of its proxied entities. If the destination address is the address of one of its proxied entities, the MP shall translate the frame to the corresponding format and queue it for transmission to the final destination.

· If the current MP is a root MP (in HWMP proactive tree building mode), the MP shall check whether the DA in Address 5 field is one of its known addresses or not:

· If the DA in Address 5 corresponds to an MP for which there is valid forwarding information and Address 4 is the same as Address 6, the MP shall reformat the frame as a 4-address frame with Address 3 field set to the DA, Address 4 set to the source end-point addressMesh SA, Address 1 set to the next-hop MP in the forwarding information on the mesh path to the destination MP, and Address 2 set to the root MP’s address.  The MP shall then queue the frame for transmission. The address extension mode becomes 00 or 01 if the received frame is a Data Frame or a Multihop Action Frame (respectively). The MP shall then queue the frame for transmission.

· If the DA in Address 5 corresponds to an MP for which there is valid forwarding information and Address 4 is not the same as Address 6, the MP shall set the Address 3 field to the DA, Address 1 set to the next-hop MP in the forwarding information to the destination MP, and Address 2 set to the root MP’s address. The MP shall then queue the frame for transmission.

· If the DA in Address 5 corresponds to a non-mesh entity proxied by an MP for which there is valid forwarding informationone of its known MPs, the MP shall update the Address 3 field to the address of the proxy MP, the Address 1 field to the next-hop MP in the forwarding information on the mesh path to the proxy MP, and Address 2 to the root MP’s address.  The MP shall then queue the frame for transmission.

Note that in some cases, an MP could be both a proxy MP and a root MP. In such a case, the MP should follow both the steps described for the case that Address Extension Mode is set to 10 or 11.

Also, note that during the forwarding process at intermediate MPs, the contents of the frame body are not changed.




Abstract


This document fixes the following problems with TGs D1.06:


Frames forwarded via the Root MP maintain their proper sequence number/source MP pair


Multihop action frame forwarding is now clearly defined


Duplication detection is only explained once





This resolution is based on presentation 11-07-2439r0 “Forwarding at Intermediate and Destination Mesh Points (MP) using 6-Address Scheme” by Liwen Chu et al.
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