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Comments
	CID
	Page
	Clause
	Comment
	Proposed Change

	5177
	186.35
	10.3.15.1.2
	Secondary Channel Offset should only be present if dot11FortyMHzOperationImplemented is true. See 7.2.3.1 Beacon frame.
	Change if and only if condition to dot11FortyMHzOperationImplemented is true.


Discussion:

The proposed change is an improvement.  We would, however, be left with “Present only in a 20/40 MHz BSS.”, which is either redundant with the “if and only if” condition,  or contradicts it.  So we should also address this inconsistency.
Proposed resolution: Counter

Change the description cited here as follows:
Specifies the position of secondary channel in relation to the primary channel.
The parameter shall be present if and only if the MIB attribute dot11FortyMHzOperationImplemented  is true.
	5178
	187.14
	10.3.15.3.2
	Secondary Channel Offset should only be present if dot11FortyMHzOperationImplemented is true. See 7.2.3.1 Beacon frame.
	Change if and only if condition to dot11FortyMHzOperationImplemented is true.


Proposed resolution: Accept

Change the description cited here as follows:

Specifies the position of secondary channel in relation to the primary channel.
The parameter may be present if and only if the MIB attribute dot11FortyMHzOperationImplemented  is true.
	5179
	187.46
	10.3.15.4.2
	Secondary Channel Offset should only be present if dot11FortyMHzOperationImplemented is true. See 7.2.3.1 Beacon frame.
	Change if and only if condition to dot11FortyMHzOperationImplemented is true.


Proposed resolution: Accept

Change the description cited here as follows:

Specifies the position of secondary channel in relation to the primary channel.
The parameter may be present if and only if the MIB attribute dot11FortyMHzOperationImplemented  is true.



Abstract


This document contains proposed changes to the IEEE P802.11n Draft to address the following LB115 comments assigned to the author:


5177


5178


5179





The changes marked in this document are based on TGn Draft version D3.02.


They relate to:


TGn Ad-hoc: MAC


Comment group:  MLME SAP
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