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The text below is from clause 11.3  on page 437 of the baseline

a) Class 1 frames (permitted from within States 1, 2, and 3)

1) Control frames

i) Request to send (RTS)

ii) Clear to send (CTS)

iii) Acknowledgment (ACK)

iv) Contention-Free (CF)-End+ACK

v) CF-End

2) Management frames

i) Probe request/response

ii) Beacon

iii) Authentication: Successful authentication enables a STA to exchange Class 2 frames.

Unsuccessful authentication leaves the STA in State 1.

iv) Deauthentication: Deauthentication notification when in State 2 or State 3 changes the

STA’s state to State 1. The STA shall become authenticated again prior to sending Class 2 frames. Deauthentication notification when in State 3 implies disassociation as well.

v) Announcement traffic indication message (ATIM)

vi) Spectrum Management Action: Within an IBSS, action frames are Class 1.

3) Data frames

i) Data: Data frames between STAs in an IBSS with frame control (FC) bits “To DS” and

“From DS” both false. 

ii) Data frames between STAs in WAVE mode 
In clause 11.18.2: We have a sentence that says "After joining a WAVE BSS a STA may transmit data to another STA or a DS" we want to take out "or a DS"
1. Motion (if technical and/or significant):

Move to accept the proposed text from above and instruct the TGp editor to incorporate the proposed changes in text noted above
Motion by: Vinuth Rai 
Date:
Second:  ______________________

	Approve:
	Disapprove:
	Abstain:




































































Abstract


Follow up on Justin’s motion regarding DS issues in WAVE Mode
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