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	LB125  Comment Resolution


1. COMMENT:  [From Spreadsheet]  INSERT Original Comment Here:

	ID
	Commenter
	Clause
	Pg
	Ln
	Type
	Comment
	Suggested Remedy
	Recommended Resolution

	439
	Perahia, Eldad
	I.1
	33
	12
	TR
	TGy is using Behavior class 15
	change TGp behavior classes to 16 and 17
	Accepted

	440
	Marshall, Bill
	I
	33
	12
	TR
	value 15 of the Behavior limits sets was defined in TGy 
	change the two new entries to <ANA>, and get an allocation from Terry (ANA) of the values
	Accepted

	441
	Marshall, Bill
	I
	33
	21
	ER
	original text was "16-266"
	show the "16" with strikethrough, and "18" underlined
	Accepted


2. Background, Explanation, Discussion, etc.:

See comments and suggested remedies.
3. Recommended Resolution of the Comment:

Replace the editing instructions and the edits to IEEE P802.11pD4 Table I.3 with that provided below.

[image: image2.emf]  1  Insert 2 new behavior limits sets for WAVE in Table I.3 -  Behavior limits sets, starting at the f irst available set (currently 16 ,  TGy ends  2  at #15 ), as shown below, and changing the reserved row accordingly:   3    4  Table I.3 — Behavior limits sets   5    6  Behavior limits  sets  USA  Europe  Japan        16  ITS radio service   Coverage Class 1    FCC  47  CFR, Sections  90.375, 90.377, 90.379,  90.383, and 95.1511 /   Coverage Class = 1  Reserved  Reserved   17  ITS radio service   Coverage Class 0    FCC  47  CFR, Sections  90.375, 90.377, 90.379,   90.383, and 95.1511 /   Coverage Class = 0  Reserved  Reserved   16 1 8 - 255    Reserved  Reserved  Reserved     7  EDITORIAL NOTE:    the use of the numbers 16 and 17 to be confirmed with the ANA authority prior to submission to Sponsor Ballot.   8 


4. Motion (if technical and/or significant):

(And instructions to the editor.)
Move to accept the Recommended Resolutions to these comments and the Recommend changes to P802.11pD4.0 noted in Item 3 above and instruct the editor to make these changes to P802.11pD4.0.
Motion by: ____________________Date: _________________
Second:  ______________________

	Approve:
	Disapprove:
	Abstain:
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Insert 2 new behavior limits sets for WAVE in Table I.3- Behavior limits sets, starting at the first available set (currently 16, TGy ends at #15), as shown below, and changing the reserved row accordingly:


Table I.3—Behavior limits sets

		Behavior limits sets

		USA

		Europe

		Japan



		

		

		

		



		16 ITS radio service


Coverage Class 1



		FCC 47 CFR, Sections 90.375, 90.377, 90.379, 90.383, and 95.1511 /


Coverage Class = 1

		Reserved

		Reserved



		17 ITS radio service


Coverage Class 0



		FCC 47 CFR, Sections 90.375, 90.377, 90.379, 90.383, and 95.1511 /


Coverage Class = 0

		Reserved

		Reserved



		1618-255



		Reserved

		Reserved

		Reserved





EDITORIAL NOTE:  the use of the numbers 16 and 17 to be confirmed with the ANA authority prior to submission to Sponsor Ballot.
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