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2. Normative references

Insert the following new reference into 2 maintaining the ordering:

3GPP TS 24.234 v8.1.0, 3GPP System to Wireless Local Area Network (WLAN) interworking; WLAN User Equipment (WLAN UE) to network protocols; Stage 3 (Release 8), June 2008.
7. Frame formats

7.3 Management frame body components

7.3.3 Native Query Protocol query elements

Change  the Table 7-43x by inserting a new row as follows: 
Table 7-43x - Native Query Protocol info ID definitions

	Info Name
	Info ID
	Native Info Element (clause)

	Reserved
	0-255
	n/a

	Capability List Information
	256
	7.3.3.1

	Venue Name Information
	257
	7.3.3.2

	Emergency Call Number Information
	258
	7.3.3.3

	Emergency Public Network Access Information
	259
	7.3.3.4

	Network Authentication Type Information
	260
	7.3.3.5

	Roaming Consortium List
	261
	7.3.3.6

	AP Date, Time and Time Zone information
	262
	7.3.3.8

	IP Address Type Availability
	263
	7.3.3.9

	NAI Realm
	264
	7.3.3.10

	3GPP Cellular Network Broadcast information
	265
	7.3.3.11

	Reserved
	266- 56796
	n/a

	Vendor Specific Information
	56797
	7.3.3.7

	Reserved
	56798 - 65535
	n/a


Insert the subclause 7.3.3.11 after 7.3.3.10 as follows:
 7.3.3.11 3GPP Cellular Network Broadcast information

The 3GPP Cellular Network Broadcast information contains Cellular information such as Network advertisement information e.g. network codes and country codes to assist a 3GPP non-AP STA in selecting an AP to access 3GPP networks.  The format of the 3GPP Cellular Network Broadcast information is shown in Figure 7-95bo.
	
	Info ID
	Length
	Status Code
	Payload

	Octets:
	1
	2
	2
	variable


Figure 7-95bo—3GPP Cellular Network Broadcast  information format

The Info ID field is equal to the value in Table 7-43x corresponding to the 3GPP Cellular Network Broadcast information as defined in Figure 7-95ba.
The Length field is 2-octet length of the Capabilities List element and is equal to 2 plus the size of the Payload field.

The Status Code is a 2-octet field whose value is drawn from Table 23.

The Payload field is a generic container whose content  is defined in Annex A of 3GPP TS 24.234 v8.1.0.



Abstract


The inclusion of the IEEE 802.11u D_3.0 in 3GPP TS 24.234, and the interest of other 3GPP groups in making use of the Interworking with External Networks capability, is described in another contribution.





This proposal addresses the following comments from LB137: CID 4036, 4037, 4038, 4307, 4308, 4309, 4584, 4587, 4588, 4589, 
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