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10.3.10.1 MLME-START.request

10.3.10.1.2 Semantics of the service primitive

Change the primitive parameter list in 10.3.10.1.2 as shown:

MLME-START.request(
SSID,
BSSType,
BeaconPeriod,
DTIMPeriod,
CF parameter set,
PHY parameter set,
IBSS parameter set,
ProbeDelay,
CapabilityInformation,
BSSBasicRateSet,
OperationalRateSet,
Country,
IBSS DFS Recovery Interval,
EDCAParameterSet,
DSERegisteredLocation,
HT Capabilities,
HT Operation,
BSSMembershipSelectorSet,
BSSBasicMCSSet,
HTOperationalMCSSet,
Extended Capabilities,
20/40 BSS Coexistence,
Overlapping BSS Scan Parameters,

MultipleBSSID,
VendorSpecificInfo
)

Insert the following rows before the VendorSpecificInfo row of the untitled table defining the primitive parameters in 10.3.10.1.2:

	Name
	Type
	Valid Range
	Description

	MultipleBSSID
	As defined in Multiple BSSID Element in 7.3.2.46
	As defined in Multiple BSSID Element in 7.3.2.46
	Specifies the Multiple BSSID capabilities of the STA.





Abstract


This document contains proposed edits to TGv draft 5.01 that adds Multiple Bssid parameter to MLME START primitive that were missed by 11k.




















Submission
page 1

 Allan Thomson, Cisco Systems


