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6.2 Detailed service specification

6.2.1 MAC data services
6.2.1.3 MA-UNITDATA.confirm

6.2.1.3.1 Function

Insert the bulleted items below after item i)   :

j)   For APs with dot11SSPNInterfaceEnabled set to true, Undeliverable (violation of limit specified by dot11NonAPStationMaxAuthVoiceRate in the dot11InterworkingTable for the non-AP STA identified by the destination address of the MA-UNITDATA.request primitive).
k)   For APs with dot11SSPNInterfaceEnabled set to true, Undeliverable (violation of limit specified by dot11NonAPStationMaxAuthVideoRate in the dot11InterworkingTable for the non-AP STA identified by the destination address of the MA-UNITDATA.request primitive).
l)   For APs with dot11SSPNInterfaceEnabled set to true, Undeliverable (violation of limit specified by dot11NonAPStationMaxAuthBestEffortRate in the dot11InterworkingTable for the non-AP STA identified by the destination address of the MA-UNITDATA.request primitive).
m)   For APs with dot11SSPNInterfaceEnabled set to true, Undeliverable (violation of limit specified by dot11NonAPStationBackgroundRate in the dot11InterworkingTable for the non-AP STA identified by the destination address of the MA-UNITDATA.request primitive).



Abstract


This proposal addresses the following CIDs: 





This document is based on IEEE 802.11-2007, 802.11u-d6.0.
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