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Abstract

This document contains proposed normative text for  LB81 Event Comments.  Text changes shown are based on draft V4.02.  All changes are shown with "TRACK CHANGES" on.
ANNEX D
-- *********************************************************************

-- * dotStationConfig TABLE

-- *********************************************************************


dot11UTCTSFDTIMInterval OBJECT-TYPE



SYNTAX INTEGER (1 to 255)



UNITS "dtims"



MAX-ACCESS read-write



STATUS current



DESCRIPTION



"This attribute indicates the interval in number of DTIMS when the UTC TSF Offset element is included in beacon frames."



DEFVAL { 1 }



::= { dot11StationConfigEntry 111 }


dot11UTCTSFOffsetAccuracy OBJECT-TYPE



SYNTAX INTEGER {




Unknown(0,




greaterThanOneSecond(1),




withinOneHundredMsec(2),




withinTenMsec(3),




withinOneMsec(4)




}


MAX-ACCESS read-only


STATUS current



DESCRIPTION



"This attribute indicates the UTC TSF Offset Accuracy bound value as defined in Table v38."



DEFVAL { 0 }



::= { dot11StationConfigEntry 112 }


dot11UTCTSFOffsetValue OBJECT-TYPE



SYNTAX INTEGER (9)



MAX-ACCESS read-write



STATUS current



DESCRIPTION



"This attribute indicates the UTC TSF Offset value as formatted in Table v6 that is advertised in the UTC TSF Offset element in beacon frames and probe responses."



::= { dot11StationConfigEntry 113 }
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