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	LB151  Comment Resolution


1. COMMENT:
	ID
	Commenter
	Clause
	Pg
	Ln
	Type
	Comment
	Suggested Remedy
	Resolution

	154
	Kenney, John
	Annex D
	27
	28
	ER
	It would be better if the text uses terminology that match Table I.5a
	Change "station power level" to "station transmit power class".
	 Accepted as per Suggested Remedy.


2. Background

This submission proposes the resolution to the comment for Annex D.
3. Recommended Resolution of the Comments:

Editor to make changes (insertions in green background) per 802.11z D5.0, as follows:
Annex D

(normative)

ASN.1 encoding of the MAC and PHY MIB

In the “dot11StationConfig” table of Annex D, change the dot11StationConfigEntry sequence list as follows:
-- *********************************************************************

-- * dotStationConfig TABLE

-- *********************************************************************

Dot11StationConfigEntry ::=

SEQUENCE {

dot11StationID
MacAddress,

dot11MediumOccupancyLimit
INTEGER,

dot11CFPollable
TruthValue,

dot11CFPeriod
INTEGER,

dot11CFPMaxDuration
INTEGER,

dot11AuthenticationResponseTimeOut
Unsigned32,

dot11PrivacyOptionImplemented
TruthValue,

dot11PowerManagementMode
INTEGER,

dot11DesiredSSID
OCTET STRING,

dot11DesiredBSSType
INTEGER,

dot11OperationalRateSet
OCTET STRING,

dot11BeaconPeriod
INTEGER,

dot11DTIMPeriod
INTEGER,

dot11AssociationResponseTimeOut
Unsigned32,

dot11DisassociateReason
INTEGER,

dot11DisassociateStation
MacAddress,

dot11DeauthenticateReason
INTEGER,

dot11DeauthenticateStation
MacAddress,

dot11AuthenticateFailStatus
INTEGER,

dot11AuthenticateFailStation
MacAddress,

dot11MultiDomainCapabilityImplemented
TruthValue,

dot11MultiDomainCapabilityEnabled
TruthValue,

dot11CountryString
OCTET STRING,

dot11SpectrumManagementImplemented
TruthValue,

dot11SpectrumManagementRequired
TruthValue,

dot11RSNAOptionImplemented
TruthValue,

dot11RSNAPreauthenticationImplemented
TruthValue,

dot11RegulatoryClassesImplemented
TruthValue,

dot11RegulatoryClassesRequired
TruthValue,

dot11QosOptionImplemented
TruthValue,

dot11ImmediateBlockAckOptionImplemented
TruthValue,

dot11DelayedBlockAckOptionImplemented
TruthValue,

dot11DirectOptionImplemented
TruthValue,

dot11APSDOptionImplemented
TruthValue,

dot11QAckOptionImplemented
TruthValue,

dot11QBSSLoadOptionImplemented
TruthValue,

dot11QueueRequestOptionImplemented
TruthValue,

dot11TXOPRequestOptionImplemented
TruthValue,

dot11MoreDataAckOptionImplemented
TruthValue,

dot11AssociatedinNQBSS
TruthValue,

dot11DLSAllowdInQBSS
TruthValue,

dot11DLSAllowed
TruthValue,

dot11AssociateStation
MacAddress,

dot11AssociateID
INTEGER,

dot11AssociateFailStation
MacAddress,

dot11AssociateFailStatus
INTEGER,

dot11ReassociateStation
MacAddress,

dot11ReassociateID
INTEGER,

dot11ReassociateFailStation
MacAddress,

dot11ReassociateFailStatus
INTEGER,

dot11RadioMeasurementCapable
TruthValue,

dot11RadioMeasurementEnabled
TruthValue,

dot11RRMMeasurementProbeDelay
INTEGER,

dot11RRMMeasurementPilotPeriod
INTEGER,

dot11RRMLinkMeasurementEnabled
TruthValue,

dot11RRMNeighborReportEnabled
TruthValue,

dot11RRMParallelMeasurementsEnabled
TruthValue,

dot11RRMRepeatedMeasurementsEnabled
TruthValue,

dot11RRMBeaconPassiveMeasurementEnabled
TruthValue,

dot11RRMBeaconActiveMeasurementEnabled
TruthValue,

dot11RRMBeaconTableMeasurementEnabled
TruthValue,

dot11RRMBeaconMeasurementReportingConditionsEnabled
TruthValue,

dot11RRMFrameMeasurementEnabled
TruthValue,

dot11RRMChannelLoadMeasurementEnabled
TruthValue,

dot11RRMNoiseHistogramMeasurementEnabled
TruthValue

dot11RRMStatisticsMeasaurementEnabled
TruthValue,

dot11RRMLCIMeasurementEnabled
TruthValue,

dot11RRMLCIAzimuthEnabled
TruthValue,

dot11RRMTransmitStreamCategoryMeasurementEnabled
TruthValue,

dot11RRMTriggeredTransmitStreamCategoryMeasurementEnabled
TruthValue,

dot11RRMAPChannelReportEnabled
TruthValue,

dot11RRMMIBEnabled
TruthValue,

dot11RRMMaxMeasurementDuration
Unsigned32,

dot11RRMNonOperatingChannelMaxMeasurementDuration
Unsigned32,

dot11RRMMeasurementPilotTransmissionInformationEnabled TruthValue,

dot11RRMMeasurementPilotCapability
Unsigned32,

dot11RRMNeighborReportTSFOffsetEnabled
TruthValue,

dot11RRMRCPIMeasurementEnabled
TruthValue,

dot11RRMRSNIMeasurementEnabled
TruthValue,

dot11RRMBSSAverageAccessDelayEnabled
TruthValue,

dot11RRMBSSAvailableAdmissionCapacityEnabled
TruthValue,

dot11RRMAntennaInformationEnabled
TruthValue,

dot11FastBSSTransitionImplemented
TruthValue

dot11LCIDSEImplemented
TruthValue,

dot11LCIDSERequired
TruthValue,

dot11DSERequired
TruthValue,

dot11ExtendedChannelSwitchEnabled
TruthValue,

dot11RSNAProtectedManagementFramesEnabled
TruthValue,

dot11RSNAUnprotectedManagementFramesAllowed
TruthValue,

dot11AssociationPingResponseTimeout
Unsigned32,

dot11AssociationMaximumPingAttempts
INTEGER,

dot11HighThroughputOptionImplemented
TruthValue,

dot11TunneledDirectLinkSetupImplemented
TruthValue,

dot11TDLSPeerUAPSDBufferSTAImplemented
TruthValue,

dot11TDLSPeerPSMImplemented 
TruthValue,

dot11TDLSPeerUAPSDIndicationWindow
INTEGER,

dot11TDLSChannelSwitchingImplemented
TruthValue,
dot11TDLSPeerSTAMissingAckRetryLimit
INTEGER,

dot11TDLSResponseTimeout
INTEGER,

dot11TDLSProbeDelay
INTEGER,

dot11OCBEnabled 
TruthValue }
Editor to make changes (deletions in yellow background, insertions in green background) per 802.11z D5.0 as follows:

Insert the following elements at the end of the “dot11StationConfigEntry” element definitions:

dot11OCBEnabled OBJECT-TYPE

SYNTAX TruthValue

MAX-ACCESS read-write

STATUS current

DESCRIPTION

"A STA uses the defined outside the context of a BSS procedures

if and only if this attribute is true. The

default value of this attribute is false."

::= { dot11StationConfigEntry 93102 }

Editor to make changes (deletions in yellow background, insertions in green background) as follows (CID 154):

In "dot11PhyOFDM TABLE", insert the following definitions after dot11ChannelStartingFactor as shown:

dot11StationClass OBJECT-TYPE

SYNTAX INTEGER (1..4)

MAX-ACCESS read-write

STATUS current

DESCRIPTION

"The station power Leveltransmit power class: Class A=1, Class B=2, Class C=3,

Class D=4."

::= { dot11PhyOFDMEntry 5 }

dot11ACRType OBJECT-TYPE

SYNTAX INTEGER (1..2)

MAX-ACCESS read-write

STATUS current

DESCRIPTION

"The Adjacent and Nonadjacent Channel Rejection performance:

when this attribute = 1 the levels in Table 17-13 apply;

when this attribute = 2 the levels in Table 17-13a apply.”

::= { dot11PhyOFDMEntry 6 }
4. Motion (if technical and/or significant):

(And instructions to the editor.)
Move to accept the Recommended Resolution to the comment and the recommended changes to P802.11p D7.0 noted above and instruct the editor to make these changes to P802.11p D7.01.
Motion by: ___Justin McNew_________________Date: ___________
Second:  ______________________

	Approve:
	Disapprove:
	Abstain:
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Abstract


This submission proposes the resolution to the comment for Annex D.
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