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	CID
	Page
	Section
	Line number
	Comment
	Part of No Vote
	Proposed Resolution
	
	

	222
	255
	20.3.23
	20
	In HT mixed format preamble, as shown in Figure 20-22, PHY_TXSTART.conf is issued after transmitting L-Preamble.
But, in Figure 20-24, PHY_RXSTART.ind is issued after receiving HT-Preamble.
The timing points of PHY_TXSTART.conf and PHY_RXSTART.ind shall be aligned.
	Yes
	In Figure 20-22, PHY_TXSTART.conf shall be issued after transmitting HT-Preamble, instead of L-Preamble.
	Accept
	See 10/0022r0. Note that although the comment is accepted, the commenter should recognize that there is no requirement that the timing points of PHY_TXSTART.conf and PHY_RXSTART.ind be aligned. PHY_TXSTART.conf is just a vehicle to convey information, and the information actually refers to the start of the preamble: “20.3.23: … the PLCP shall issue a

PHY_TXSTART.confirm(TXSTATUS) primitive to the MAC, forwarding the TIME_OF_DEPARTURE

corresponding to the time when the first frame energy is sent by the transmitting port” 
Requirements on the receiver for use of TOD are not specified in the draft, so may make use of PHY_RXSTART.ind or some other mechanism.


20.3.23 Transmit PLCP
Replace Figure 20-22 with the following:

TGv editor: delete current figure in TGv draft and replace with figure below. The extent of the change is to move the text “PHY_TXSTART.conf(TXSTATUS)” from the TX L-Preamble box to the TX HT-Preamble box
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Figure 20-22—PLCP transmit state machine
Abstract


This submission contains the normative text for SB comment 222.





	


This proposal text is aligned with P802.11v-D7.04.
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