January 2010

doc.: IEEE 802.11-10/0136r00


IEEE P802.11
Wireless LANs

	802.11 TGs Submission on Inclusion of Beacon Timing element in BSSDescription. 

	Date:  2010-01-19

	Author(s):

	Name
	Company
	Address
	Phone
	email

	Ashish Shukla
	Marvell 
	1st Floor, Muttha Tower, Don Bosco Marg, Yerwada, Pune, India.
	+91-20-40130016
	ashishs@marvell.com

	
	
	
	
	



· MLME-SCAN.confirm

· Semantics of the service primitive

Insert the following new rows to the BSSDescription parameter table in 10.3.2.2.2:

	Name
	Type
	Valid range
	Description
	IBSS adoption

	MeshID
	As defined in frame format
	As defined in frame format
	The value of MeshID element if such element was present in the probe response or Beacon frame, else null.
	Do not adopt



	MeshConfiguration
	As defined in frame format
	As defined in frame format
	The values from the Mesh Configuration element if such an element was present in the probe response or Beacon frame, else null.
	Do not adopt



	BeaconTiming
	Beacon Timing element
	As defined in Error! Reference source not found.
	The values from the Beacon Timing element if such an element was present in the Probe response or Beacon frame, else null.
	Do not adopt





Abstract


This submission suggests inclusion of Beacon Timing element in BSS description, which can be used while starting/joining an MBSS and durning MBCA operation.


This submission resolves CID 2519.

















Submission
page 1
Ashish Shukla, Marvell


