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7.3.2.37 Neighbor Report element

Change Table 7-43b in IEEE 802.11k-2008 as follows:

	Table 7-43b—Optional Subelement IDs for Neighbor Report



	Subelement ID
	Name
	Length field
(octets)
	Extensible

	0
	Reserved
	
	

	1
	TSF Information
	4
	Yes

	2
	Condensed Country String
	2
	Yes

	3
	BSS Transition Candidate Preference 
	1
	

	4
	BSS Termination Duration
	12
	

	5
	Bearing
	8
	

	36-65
	Reserved
	
	

	66
	Measurement Pilot 
Transmission Information
	1 to 238
	Subelements

	67-69
	Reserved
	
	

	70
	RRM Enabled Capabilities
	4
	Yes

	71
	Multiple BSSID
	1 to 238
	Subelements

	72-220
	Reserved
	
	

	221
	Vendor Specific
	1 to 238
	

	222-255
	Reserved
	
	


Insert the following text at the end of 7.3.2.37 in IEEE 802.11k-2008 as indicated below:

The format of the BSS Transition Candidate Preference subelement field is shown in Figure 7-95e1.

	
	
	
	

	
	Subelement ID 
	Length 
	Preference 

	Octets:
	1
	1
	1

	Figure 7-95e1— BSS Transition Candidate Preference subelement field format


The value of the Length field in the BSS Transition Candidate Information subelement is 1. 

The Preference field indicates the network preference for BSS transition to the BSS listed in this BSS Transition Candidate List Entries field in the BSS Transition Management Request frame, BSS Transition Management Query frame and BSS Transition Management Response frame. The Preference field value is a number ranging from 0 to 255, as defined in Table 7-43b1, indicating an ordering of preferences for the BSS transition candidates for this STA. Additional details describing use of the Preference field are provided in 11.22.6.3. 

	Table 7-43b1—Preference field values



	Preference field value 
	Description

	0
	Excluded BSS; reserved when present in the BSS Transition Management Query or BSS Transition Management Response frames

	1-255
	Relative values used to indicate the preferred ordering of BSSs, with 255 indicating the most preferred candidate and 1 indicating the least preferred candidate.


The BSS Termination TSF field contained in the BSS Termination Duration subelement is set to the TSF time of the BSS transmitting the Neighbor Report that corresponds to the time when termination of the neighbor BSS will occur. How the BSS determines the neighbor BSS termination time is out of scope of the standard. The format of the BSS Termination Duration subelement field is shown in Figure 7-95e2. 

	
	
	
	
	

	
	Subelement ID 
	Length 
	BSS Termination TSF
	Duration 

	Octets:
	1
	1
	8
	2

	Figure 7-95e2—BSS Termination Duration subelement field format


The value of the Length field in the BSS Termination Duration Information subelement is 10.

The BSS Termination TSF field indicates the value of the TSF counter when BSS termination will occur in the future. A BSS Termination TSF field value of 0 indicates that termination of the BSS will occur imminently. Prior to termination of the BSS, all associated STAs are disassociated by the AP.

The Duration field is an unsigned 2 octet integer that indicates the number of minutes for which the BSS is not present. The Duration field value of 0 is reserved. The Duration field value is set to 65535 when the BSS is terminated for a period longer than or equal to 65535 minutes.

The format of the Bearing subelement field is shown in Figure 7-95e3.

	
	
	
	
	
	

	
	Subelement ID 
	Length 
	Bearing
	Distance
	Relative Height

	Octets:
	1
	1
	2
	4
	2

	Figure 7-95e3—Bearing subelement field format
	
	
	
	


The value of the Bearing Information subelement length field is 4. 

The Bearing field specifies the direction that the neighbor is positioned, relative to the reporting BSS and defined in relation to true north, increasing clockwise, measured in degrees from 0 degree to 359 degrees. If the Bearing value is unknown, the sub-element is not included. Additional details describing Preference are provided in 11.22.6.3. 

The Distance field specifies the distance that the neighbor is positioned relative to the reporting BSS as a single precision floating point value in meters. If the Distance field value is unknown the field is set to 0. 
The Relative Height field, defined by a 2 octet signed integer, specifies the relative height in meters that the neighbor is positioned, relative to the reporting BSS. If the Relative height is unknown or at the same height as the reporting BSS the field is set to 0.
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