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Throught the draft, rename “dot11RobustAVStreaming” as “dot11RobustAVStreamingImplemented”

Throught the draft, rename "dot11RobustAVStreamingAdvancedMRG" to "dot11MRGImplemented"

Throught the draft, rename "dot11RobustAVStreamingSCSImplemented" to "dot11SCSImplemented"

Throught the draft, rename "dot11RobustAVStreamingSCSEnabled" to "dot11SCSActivated"

Throught the draft, rename "dot11QLoadReportEnabled" to "dot11QLoadReportActivated"

Throught the draft, rename "dot11RobustAVStreamingAlternateEDCAEnabled" to "dot11AlternateEDCAActivated"
Replace the entire of annex D with the following:
Annex D

(normative)

ASN.1 encoding of the MAC and PHY MIB

Change the “Dot11StationConfigEntry” of the “dotStationConfig TABLE” as follows:

-- *********************************************************************
-- * dotStationConfig TABLE
-- *********************************************************************

Dot11StationConfigEntry ::=

SEQUENCE {

dot11StationID
MacAddress,

dot11MediumOccupancyLimit
INTEGER,

dot11CFPollable
TruthValue,

dot11CFPeriod
INTEGER,

dot11CFPMaxDuration
INTEGER,

dot11AuthenticationResponseTimeOut
Unsigned32,

dot11PrivacyOptionImplemented
TruthValue,

dot11PowerManagementMode
INTEGER,

dot11DesiredSSID
OCTET STRING,

dot11DesiredBSSType
INTEGER,

dot11OperationalRateSet
OCTET STRING,

dot11BeaconPeriod
INTEGER,

dot11DTIMPeriod
INTEGER,

dot11AssociationResponseTimeOut
Unsigned32,

dot11DisassociateReason
INTEGER,

dot11DisassociateStation
MacAddress,

dot11DeauthenticateReason
INTEGER,

dot11DeauthenticateStation
MacAddress,

dot11AuthenticateFailStatus
INTEGER,

dot11AuthenticateFailStation
MacAddress,

dot11MultiDomainCapabilityImplemented
TruthValue,

dot11MultiDomainCapabilityEnabled
TruthValue,

dot11CountryString
OCTET STRING,

dot11SpectrumManagementImplemented
TruthValue,

dot11SpectrumManagementRequired
TruthValue,

dot11RSNAOptionImplemented
TruthValue,

dot11RSNAPreauthenticationImplemented
TruthValue,

dot11RegulatoryClassesImplemented
TruthValue,

dot11RegulatoryClassesRequired
TruthValue,

dot11QosOptionImplemented
TruthValue,

dot11ImmediateBlockAckOptionImplemented
TruthValue,

dot11DelayedBlockAckOptionImplemented
TruthValue,

dot11DirectOptionImplemented
TruthValue,

dot11APSDOptionImplemented
TruthValue,

dot11QAckOptionImplemented
TruthValue,

dot11QBSSLoadOptionImplemented
TruthValue,

dot11QueueRequestOptionImplemented
TruthValue,

dot11TXOPRequestOptionImplemented
TruthValue,

dot11MoreDataAckOptionImplemented
TruthValue,

dot11AssociatedinNQBSS
TruthValue,

dot11DLSAllowdInQBSS
TruthValue,

dot11DLSAllowed
TruthValue,

dot11AssociateStation
MacAddress,

dot11AssociateID
INTEGER,

dot11AssociateFailStation
MacAddress,

dot11AssociateFailStatus
INTEGER,

dot11ReassociateStation
MacAddress,

dot11ReassociateID
INTEGER,

dot11ReassociateFailStation
MacAddress,

dot11ReassociateFailStatus
INTEGER,

dot11RadioMeasurementCapable
TruthValue,

dot11RadioMeasurementEnabled
TruthValue,

dot11RRMMeasurementProbeDelay
INTEGER,

dot11RRMMeasurementPilotPeriod
INTEGER,

dot11RRMLinkMeasurementEnabled
TruthValue,

dot11RRMNeighborReportEnabled
TruthValue,

dot11RRMParallelMeasurementsEnabled
TruthValue,

dot11RRMRepeatedMeasurementsEnabled
TruthValue,

dot11RRMBeaconPassiveMeasurementEnabled
TruthValue,

dot11RRMBeaconActiveMeasurementEnabled
TruthValue,

dot11RRMBeaconTableMeasurementEnabled
TruthValue,

dot11RRMBeaconMeasurementReportingConditionsEnabled
TruthValue,

dot11RRMFrameMeasurementEnabled
TruthValue,

dot11RRMChannelLoadMeasurementEnabled
TruthValue,

dot11RRMNoiseHistogramMeasurementEnabled
TruthValue

dot11RRMStatisticsMeasaurementEnabled
TruthValue,

dot11RRMLCIMeasurementEnabled
TruthValue,

dot11RRMLCIAzimuthEnabled
TruthValue,

dot11RRMTransmitStreamCategoryMeasurementEnabled
TruthValue,

dot11RRMTriggeredTransmitStreamCategoryMeasurementEnabled

TruthValue,

dot11RRMAPChannelReportEnabled
TruthValue,

dot11RRMMIBEnabled
TruthValue,

dot11RRMMaxMeasurementDuration
Unsigned32,

dot11RRMNonOperatingChannelMaxMeasurementDuration
Unsigned32,

dot11RRMMeasurementPilotTransmissionInformationEnabled TruthValue,

dot11RRMMeasurementPilotCapability
Unsigned32,

dot11RRMNeighborReportTSFOffsetEnabled
TruthValue,

dot11RRMRCPIMeasurementEnabled
TruthValue,

dot11RRMRSNIMeasurementEnabled
TruthValue,

dot11RRMBSSAverageAccessDelayEnabled
TruthValue,

dot11RRMBSSAvailableAdmissionCapacityEnabled
TruthValue,

dot11RRMAntennaInformationEnabled
TruthValue,

dot11FastBSSTransitionImplemented
TruthValue

dot11LCIDSEImplemented
TruthValue,

dot11LCIDSERequired
TruthValue,

dot11DSERequired
TruthValue,

dot11ExtendedChannelSwitchEnabled
TruthValue,

dot11RSNAProtectedManagementFramesEnabled
TruthValue,

dot11RSNAUnprotectedManagementFramesAllowed
TruthValue,

dot11AssociationPingResponseTimeout
Unsigned32,

dot11AssociationMaximumPingAttempts
INTEGER,

dot11HighThroughputOptionImplemented
TruthValue,
dot11TunneledDirectLinkSetupImplemented
TruthValue,

dot11TDLSPeerUAPSDImplemented
TruthValue,

dot11TDLSPeerPSMImplemented 
TruthValue,

dot11TDLSPeerUAPSDIndicationWindow
INTEGER,

dot11TDLSChannelSwitchingImplemented
TruthValue,
dot11TDLSPeerSTAMissingAckRetryLimit
INTEGER,

dot11TDLSResponseTimeout
INTEGER,

dot11TDLSProbeDelay
INTEGER,
dot11RobustAVStreamingImplemented 



TruthValue,

dot11MRGImplemented
TruthValue,



 dot11SCSImplemented


TruthValue,


 dot11SCSActivated


TruthValue,


dot11QLoadReportActivated



TruthValue,

dot11TSPECRequirementRequest


TruthValue,

dot11QLoadReportIntervalDTIM


INTEGER,


dot11AlternateEDCAActivated

TruthValue
}
Insert the following elements at the end of the dot11StationConfigTable element definitions:
dot11RobustAVStreamingImplemented OBJECT-TYPE

SYNTAX TruthValue

MAX-ACCESS read-only

STATUS current

DESCRIPTION

“This is a capability variable.
Its value is determined by device capabilities.
This attribute, when TRUE, indicates that the station

implementation supports Robust AV Streaming”

DEFVAL { false }

::= { dot11StationConfigEntry aa1 }

 dot11MRGImplementedOBJECT-TYPE
SYNTAX TruthValue

MAX-ACCESS read-only

STATUS current

DESCRIPTION

“This is a capability variable.

Its value is determined by device capabilities.
This attribute, when TRUE, indicates that the station

implementation supports the Advanced MRG features”

DEFVAL { false }

::= { dot11StationConfigEntry aa2 }

 dot11SCSImplementedOBJECT-TYPE
SYNTAX TruthValue

MAX-ACCESS read-only 

STATUS current 

DESCRIPTION 

“This is a capability variable.

Its value is determined by device capabilities.
This attribute, when TRUE, indicates that the station 




implementation supports the stream classification service.”

DEFVAL { false }

::= { dot11StationConfigEntry aa3 }

dot11SCSActivated OBJECT-TYPE

SYNTAX TruthValue

MAX-ACCESS read-only 

STATUS current 

DESCRIPTION 


“This is a control variable.

It is written by the SME or external management entity.

Changes take effect for the next MLME-START.request primitive
This attribute, when TRUE, indicates that the station 




implementation supports the stream classification service

and that this has been activated.”
DEFVAL { false }

::= { dot11StationConfigEntry aa4 }
dot11QLoadReportActivated OBJECT-TYPE

SYNTAX TruthValue

MAX-ACCESS read-only 

STATUS current 

DESCRIPTION 


“This is a control variable.

It is written by the SME or external management entity.

Changes take effect for the next MLME-START.request primitive


This attribute, when TRUE, indicates that the AP 




will perform the QLoad report procedures described in 11.24.1.”
DEFVAL { false }

::= { dot11StationConfigEntry aa5 }

dot11TSPECRequirementRequest OBJECT-TYPE

SYNTAX TruthValue

MAX-ACCESS read-only 

STATUS current 

DESCRIPTION 


“This attribute, when TRUE, indicates that the non-AP STA




implementation supports the reception of TSPEC Requirements Request frames”
DEFVAL { false }

::= { dot11StationConfigEntry aa6 }

dot11QLoadReportIntervalDTIM OBJECT-TYPE

SYNTAX INTEGER (1..255)

MAX-ACCESS read-write

STATUS current

DESCRIPTION

" This is a status variable.

In an AP, it is written by the MAC when it receives an MLMESTART.request primitive
This attribute describes the number of DTIM
intervals between transmission of

Beacon frames containing a QLoadReport element"
::= { dot11StationConfigEntry aa7 }
dot11AlternateEDCAActivated OBJECT-TYPE



SYNTAX TruthValue



MAX-ACCESS read-only 



STATUS current 



DESCRIPTION 




“This is a control variable.




It is written by the SME or external management entity.




Changes take effect for the next MLME-START.request primitive




This attribute, when TRUE, indicates that the station 






can additionally use the Alternate EDCA transmit



queues.”

DEFVAL { false }



::= { dot11StationConfigEntry aa8 }

Modify the “Dot11OperationEntry” in the “dot11Operation TABLE” as shown:

Dot11OperationEntry ::=


SEQUENCE {    dot11MACAddress MacAddress,



   dot11RTSThreshold INTEGER,




 dot11ShortRetryLimit INTEGER,




 dot11LongRetryLimit INTEGER,




 dot11FragmentationThreshold INTEGER,




 dot11MaxTransmitMSDULifetime Unsigned32,




 dot11MaxReceiveLifetime Unsigned32,




 dot11ManufacturerID DisplayString,




 dot11ProductID DisplayString,




 dot11CAPLimit INTEGER,




 dot11HCCWmin INTEGER,




 dot11HCCWmax INTEGER,




 dot11HCCAIFSN INTEGER,




 dot11ADDBAResponseTimeout INTEGER,




 dot11ADDTSResponseTimeout INTEGER,




 dot11ChannelUtilizationBeaconInterval INTEGER,




 dot11ScheduleTimeout INTEGER,




 dot11DLSResponseTimeout INTEGER,




 dot11QAPMissingAckRetryLimit INTEGER,




 dot11EDCAAveragingPeriod INTEGER, 




 dot11ShortDEIRetryLimit INTEGER,




 dot11LongDEIRetryLimit INTEGER}

Add the following two entries after the “dot11EDCAAveragingPeriod” entry:

dot11ShortDEIRetryLimit OBJECT-TYPE


SYNTAX INTEGER (1..255)


MAX-ACCESS read-write


STATUS current


DESCRIPTION



"This is a control variable.



It is written by an external management entity.



Changes take effect as soon as practical in the implementation



This attribute indicates the maximum number of



transmission attempts of a frame where the DEI subfield is set

to one, the length of which is less than or equal to dot11RTSThreshold, that is made before a failure condition is indicated. The default value of this attribute is 5."
  DEFVAL { 5 }

::= { dot11OperationEntry aa9 }

dot11LongDEIRetryLimit OBJECT-TYPE


SYNTAX INTEGER (1..255)


MAX-ACCESS read-write


STATUS current


DESCRIPTION



" This is a control variable.



It is written by an external management entity.



Changes take effect as soon as practical in the implementation



This attribute indicates the maximum number of



transmission attempts of a frame where the DEI subfield is



set to one, the length of which is



greater than dot11RTSThreshold, that is made before a



failure condition is indicated. The default value of this



attribute is 3."
DEFVAL { 3 }

::= { dot11OperationEntry aa10 }

Modify “dot11MACbase3” in the “Groups - units of conformance” section as shown:

dot11MACbase3 OBJECT-GROUP


OBJECTS { dot11MACAddress, dot11Address,



dot11GroupAddressesStatus,



dot11RTSThreshold, dot11ShortRetryLimit,



dot11LongRetryLimit, dot11FragmentationThreshold,



dot11MaxTransmitMSDULifetime,



dot11MaxReceiveLifetime, dot11ManufacturerID,



dot11ProductID, dot11CAPLimit, dot11HCCWmin,



dot11HCCWmax, dot11HCCAIFSN,



dot11ADDBAResponseTimeout, dot11ADDTSResponseTimeout,



dot11ChannelUtilizationBeaconInterval, dot11ScheduleTimeout,



dot11DLSResponseTimeout, dot11QAPMissingAckRetryLimit,



dot11EDCAAveragingPeriod,


dot11HTProtection,



dot11RIFSMode,



dot11PSMPControlledAccess,



dot11ServiceIntervalGranularity,



dot11DualCTSProtection,



dot11LSIGTXOPFullProtectionActivated(#2214),



dot11NonGFEntitiesPresent, dot11PCOActivated,



dot11PCOFortyMaxDuration,



dot11PCOTwentyMaxDuration,



dot11PCOFortyMinDuration,



dot11PCOTwentyMinDuration


dot11ShortDEIRetryLimit, dot11LongDEIRetryLimit}


STATUS current


DESCRIPTION



"The MAC object class provides the necessary support for the



access control, generation, and verification of frame check



sequences (FCSs), and proper delivery of valid data to upper



layers."


::= { dot11Groups 45 }
References:

09/1034r0 - 802.11 Style Guide
09/0533r1 - ARC Recommendation: MIB Attribute Types & Usage




Abstract


The document 09/1034 describes the style guide to which the 11aa amendment must conform.





This document contains edits to Annex D of P802.11aa draft 0.04 to conform to the style guide.
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