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TGv is based on IEEE Std 802.11™-2007, as amended by 

IEEE 802.11k-2008, 

IEEE 802.11r-2008, 

IEEE 802.11y-2008,

IEEE 802.11w-2009, 

IEEE 802.11n-2009, 

IEEE P802.11p D11.0 and 

IEEE P802.11z D7.0 – Note, TGz is now Draft 8, update TGv text to reflect this.
IEEE Std 802.11-2007 has the following 

Dot11StationConfigEntry ::=

SEQUENCE {

dot11StationID MacAddress,

dot11MediumOccupancyLimit INTEGER,

dot11CFPollable TruthValue,

dot11CFPPeriod INTEGER,

dot11CFPMaxDuration INTEGER,

dot11AuthenticationResponseTimeOut Unsigned32,

dot11PrivacyOptionImplemented TruthValue,

dot11PowerManagementMode INTEGER,

dot11DesiredSSID OCTET STRING,

dot11DesiredBSSType INTEGER,

dot11OperationalRateSet OCTET STRING,

dot11BeaconPeriod INTEGER,

dot11DTIMPeriod INTEGER,

dot11AssociationResponseTimeOut Unsigned32,

dot11DisassociateReason INTEGER,

dot11DisassociateStation MacAddress,

dot11DeauthenticateReason INTEGER,

dot11DeauthenticateStation MacAddress,

dot11AuthenticateFailStatus INTEGER,

dot11AuthenticateFailStation MacAddress,

dot11MultiDomainCapabilityImplemented TruthValue,

dot11MultiDomainCapabilityEnabled TruthValue,

dot11CountryString OCTET STRING,

dot11SpectrumManagementImplemented TruthValue,

dot11SpectrumManagementRequired TruthValue,

dot11RSNAOptionImplemented TruthValue,

dot11RSNAPreauthenticationImplemented TruthValue,

dot11RegulatoryClassesImplemented TruthValue,

dot11RegulatoryClassesRequired TruthValue,

dot11QosOptionImplemented TruthValue,

dot11ImmediateBlockAckOptionImplemented TruthValue,

dot11DelayedBlockAckOptionImplemented TruthValue,

dot11DirectOptionImplemented TruthValue,

dot11APSDOptionImplemented TruthValue,

dot11QAckOptionImplemented TruthValue,

dot11QBSSLoadOptionImplemented TruthValue,

dot11QueueRequestOptionImplemented TruthValue,

dot11TXOPRequestOptionImplemented TruthValue,

dot11MoreDataAckOptionImplemented TruthValue,

dot11AssociateinNQBSS TruthValue,

dot11DLSAllowedInQBSS TruthValue,

dot11DLSAllowed TruthValue }
11k adds
dot11DLSAllowed TRuthValue,

dot11AssociateStation MacAddress,

dot11AssociateID INTEGER,

dot11AssociateFailStation MacAddress,

dot11AssociateFailStatus INTEGER,

dot11ReassociateStation MacAddress,

dot11ReassociateID INTEGER,

dot11ReassociateFailStation MacAddress,

dot11ReassociateFailStatus INTEGER,

dot11RadioMeasurementCapable TruthValue,

dot11RadioMeasurementEnabled TruthValue,

dot11RRMMeasurementProbeDelay INTEGER,

dot11RRMMeasurementPilotPeriod INTEGER,

dot11RRMLinkMeasurementEnabled TruthValue,

dot11RRMNeighborReportEnabled TruthValue,

dot11RRMParallelMeasurementsEnabled TruthValue,

dot11RRMRepeatedMeasurementsEnabled TruthValue,

dot11RRMBeaconPassiveMeasurementEnabled TruthValue,

dot11RRMBeaconActiveMeasurementEnabled TruthValue,

dot11RRMBeaconTableMeasurementEnabled TruthValue,

dot11RRMBeaconMeasurementReportingConditionsEnabled TruthValue,

dot11RRMFrameMeasurementEnabled TruthValue,

dot11RRMChannelLoadMeasurementEnabled TruthValue,

dot11RRMNoiseHistogramMeasurementEnabled TruthValue,

dot11RRMStatisticsMeasaurementEnabled TruthValue,

dot11RRMLCIMeasurementEnabled TruthValue,

dot11RRMLCIAzimuthEnabled TruthValue,

dot11RRMTransmitStreamCategoryMeasurementEnabled TruthValue,

dot11RRMTriggeredTransmitStreamCategoryMeasurementEnabled TruthValue,

dot11RRMAPChannelReportEnabled TruthValue,

dot11RRMMIBEnabled TruthValue,

dot11RRMMaxMeasurementDuration Unsigned32,

dot11RRMNonOperatingChannelMaxMeasurementDuration Unsigned32,

dot11RRMMeasurementPilotTransmissionInformationEnabled TruthValue,

dot11RRMMeasurementPilotCapability Unsigned32,

dot11RRMNeighborReportTSFOffsetEnabled TruthValue,

dot11RRMRCPIMeasurementEnabled TruthValue,

dot11RRMRSNIMeasurementEnabled TruthValue,

dot11RRMBSSAverageAccessDelayEnabled TruthValue,

dot11RRMBSSAvailableAdmissionCapacityEnabled TruthValue,

dot11RRMAntennaInformationEnabled TruthValue }

11r adds:
dot11RRMAntennaInformationEnabled TruthValue,

dot11FastBSSTransitionImplemented TruthValue }
11y adds:
In the dot11StationConfig table of Annex D, insert four entries at the end of the dot11StationConfigEntry

sequence list as follows:

dot11FastBSSTransitionImplemented TruthValue,

dot11LCIDSEImplemented TruthValue,

dot11LCIDSERequired TruthValue,

dot11DSERequired TruthValue,

dot11ExtendedChannelSwitchEnabled TruthValue }
11w adds:
dot11ExtendedChannelSwitchEnabled TruthValue,

dot11RSNAProtectedManagementFramesEnabled TruthValue,

dot11RSNAUnprotectedManagementFramesAllowed TruthValue,

dot11AssociationSAQueryMaximumTimeout Unsigned32,

dot11AssociationSAQueryRetryTimeout Unsigned32

11n adds
dot11AssociationSAQueryRetryTimeout INTEGER,

dot11HighThroughputOptionImplemented TruthValue,

dot11RSNAPBACRequired TruthValue,

dot11PSMPOptionImplemented TruthValue}

11p (Draft 11) adds 

dot11HighThroughputOptionImplemented TruthValue
,

dot11OCBEnabled TruthValue }

11z (Draft 8) adds
dot11FastBSSTransitionImplemented TruthValue 

dot11HighThroughputOptionImplemented TruthValue
, 

dot11TunneledDirectLinkSetupImplemented TruthValue, 

dot11TDLSPeerUAPSDBufferSTAActivated TruthValue, 
dot11TDLSPeerPSMActivated TruthValue, 
dot11TDLSPeerUAPSDIndicationWindow INTEGER, 
dot11TDLSChannelSwitchingActivated TruthValue,  
dot11TDLSPeerSTAMissingAckRetryLimit INTEGER,  
dot11TDLSResponseTimeout INTEGER,  
dot11TDLSProbeDelay INTEGER
11v (Draft 10) currently has (spacing added for readability/analysis):

Dot11StationConfigEntry ::=

SEQUENCE {

dot11StationID MacAddress,

dot11MediumOccupancyLimit INTEGER,

dot11CFPollable TruthValue,

dot11CFPeriod INTEGER,

dot11CFPMaxDuration INTEGER,

dot11AuthenticationResponseTimeOut Unsigned32,

dot11PrivacyOptionImplemented TruthValue,

dot11PowerManagementMode INTEGER,

dot11DesiredSSID OCTET STRING,

dot11DesiredBSSType INTEGER,

dot11OperationalRateSet OCTET STRING,

dot11BeaconPeriod INTEGER,

dot11DTIMPeriod INTEGER,

dot11AssociationResponseTimeOut Unsigned32,

dot11DisassociateReason INTEGER,

dot11DisassociateStation MacAddress,

dot11DeauthenticateReason INTEGER,

dot11DeauthenticateStation MacAddress,

dot11AuthenticateFailStatus INTEGER,

dot11AuthenticateFailStation MacAddress,

dot11MultiDomainCapabilityImplemented TruthValue,

dot11MultiDomainCapabilityEnabled TruthValue,

dot11CountryString OCTET STRING,

dot11SpectrumManagementImplemented TruthValue,

dot11SpectrumManagementRequired TruthValue,

dot11RSNAOptionImplemented TruthValue,

dot11RSNAPreauthenticationImplemented TruthValue,

dot11RegulatoryClassesImplemented TruthValue,

dot11RegulatoryClassesRequired TruthValue,

dot11QosOptionImplemented TruthValue,

dot11ImmediateBlockAckOptionImplemented TruthValue,

dot11DelayedBlockAckOptionImplemented TruthValue,

dot11DirectOptionImplemented TruthValue,

dot11APSDOptionImplemented TruthValue,

dot11QAckOptionImplemented TruthValue,

dot11QBSSLoadOptionImplemented TruthValue,

dot11QueueRequestOptionImplemented TruthValue,

dot11TXOPRequestOptionImplemented TruthValue,

dot11MoreDataAckOptionImplemented TruthValue,

dot11AssociatedinNQBSS TruthValue,

dot11DLSAllowdInQBSS TruthValue,

dot11DLSAllowed TruthValue
,

dot11AssociateStation MacAddress,

dot11AssociateID INTEGER,

dot11AssociateFailStation MacAddress,

dot11AssociateFailStatus INTEGER,

dot11ReassociateStation MacAddress,

dot11ReassociateID INTEGER,

dot11ReassociateFailStation MacAddress,

dot11ReassociateFailStatus INTEGER,

dot11RadioMeasurementCapable TruthValue,

dot11RadioMeasurementEnabled TruthValue,

dot11RRMRadioMeasurementProbeDelay INTEGER,




dot11RRMMeasurementPilotPeriod INTEGER,

dot11RRMLinkMeasurementEnabled TruthValue,

dot11RRMNeighborReportEnabled TruthValue,

dot11RRMParallelMeasurementsEnabled TruthValue,


dot11RRMRepeatedMeasurementsEnabled TruthValue,



dot11RRMBeaconPassiveMeasurementEnabled TruthValue,

dot11RRMBeaconActiveMeasurementEnabled TruthValue,

dot11RRMBeaconTableMeasurementEnabled TruthValue,

dot11RRMBeacon MeasurementReportingConditionsEnabled TruthValue,

dot11RRMFrameMeasurementEnabled TruthValue,

dot11RRMChannelLoadMeasurementEnabled TruthValue,

dot11RRMNoiseHistogramMeasurementEnabled TruthValue,

dot11RRMStatisticsMeasurementEnabled TruthValue,

dot11RRMLCIMeasurementEnabled TruthValue,
dot11RRMLCIAzimuthEnabled TruthValue,
dot11RRMTransmitStreamCategoryMeasurementEnabled TruthValue,

dot11RRMTriggeredTransmitStreamCategoryMeasurementEnabled TruthValue,
dot11RRMAPChannelReportEnabled TruthValue,

dot11RRMMIBEnabled TruthValue,

dot11RRMMaximumMeasurementDuration Unsigned32,

dot11RRMNonOperatingChannelMaxMeasurementDurationEnabled TruthValue,


dot11RRMMeasurementPilotTransmissionInformationEnabled TruthValue
dot11RRMMeasurementPilotCapability Unsigned32,

dot11RRMNeighborReportTSFOffsetEnabled TruthValue,

dot11RRMRCPIMeasurementEnabled TruthValue,

dot11RRMRSNIMeasurementEnabled TruthValue,

dot11RRMBSSAverageAccessDelayEnabled TruthValue,

dot11RRMBSSAvailableAdmissionCapacityEnabled TruthValue,

dot11RRMAntennaInformationEnabled TruthValue
 }

dot11FastBSSTransitionImplemented TruthValue
,
dot11LCIDSEImplemented TruthValue,

dot11LCIDSERequired TruthValue,

dot11DSERequired TruthValue,

dot11ExtendedChannelSwitchEnabled TruthValue
,
dot11HighThroughputOptionImplemented TruthValue,
dot11RSNAPBACRequired TruthValue,

dot11PSMPOptionImplemented TruthValue
}

dot11OCBEnabled TruthValue
,

dot11TunneledDirectLinkSetupImplemented TruthValue,

dot11TDLSPeerUAPSDBufferSTAActivated TruthValue,

dot11TDLSPeerPSMActivated TruthValue,

dot11TDLSPeerUAPSDIndicationWindow INTEGER,

dot11TDLSChannelSwitchingActivated TruthValue,

dot11TDLSPeerSTAMissingAckRetryLimit INTEGER,

dot11TDLSResponseTimeout INTEGER,

dot11TDLSProbeDelay INTEGER
,
dot11WirelessManagementImplemented TruthValue,

dot11BssMaxIdlePeriod INTEGER,

dot11TIMBroadcastInterval INTEGER,

dot11TIMBroadcastOffset INTEGER,

dot11StatsMinTriggerTimeout INTEGER,

dot11RRMCivicMeasurementEnabled TruthValue,

dot11RRMIdentifierMeasurementEnabled TruthValue
,

dot11DMSMaxSTAS INTEGER,

dot11DMSMaxChannelLoadForNewService INTEGER,

dot11DMSMaxChannelLoad INTEGER,


dot11TimeAdvertisementDTIMInterval INTEGER,

dot11TimeAdvertisementTimeError OCTET STRING,

dot11TimeAdvertisementTimeValue OCTET STRING
}
Alternatively, we could avoid the synchronization issue by following the TGy editing instructions example and replacing the current exhaustive list with: 

In the dot11StationConfig table of Annex D, insert 10 entries at the end of the dot11StationConfigEntry

sequence list as follows:

dot11TDLSProbeDelay INTEGER

dot11WirelessManagementImplemented TruthValue,

dot11BssMaxIdlePeriod INTEGER,

dot11TIMBroadcastInterval INTEGER,

dot11TIMBroadcastOffset INTEGER,

dot11StatsMinTriggerTimeout INTEGER,

dot11RRMCivicMeasurementEnabled TruthValue,

dot11RRMIdentifierMeasurementEnabled TruthValue,

dot11TimeAdvertisementDTIMInterval INTEGER,

dot11TimeAdvertisementTimeError OCTET STRING,

dot11TimeAdvertisementTimeValue OCTET STRING}
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�11p appears to be missing 2 variables from 11n: dot11RSNAPBACRequired TruthValue,


dot11PSMPOptionImplemented TruthValue


�11z appears to be missing the last 2 11n entries and the single 11p entry


�End of 802.11-2007 entries – all ok


�End of 11k added entries – updates indicated to make consistent with 11k


�End of 11r added entry – one entry, all ok


�End of 11y added entries – all ok


�End of 11n added entries, 2 items missing


�End of 11p single added entry – entry was present, but in wrong order, was after 11z


�End of 11z entries – all entries present, 3 changes in the names


�Editorial – font for this and preceeding entry should be changed to be consistent with the surrounding text


�These are being deleted by CID 21


�End of 11v added entries
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