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Modify the following clause

2. Normative references

Insert the following new references into 2 maintaining the ordering in the base spec:

3GPP TS 24.234, 3GPP System to Wireless Local Area Network (WLAN) interworking; WLAN User Equipment (WLAN UE) to network protocols; Stage 3.

IANA EAP Method Type Numbers, http://www.iana.org/assignments/eap-numbers.

IEEE Std 802.21-2008, IEEE Standard for Local and Metropolitan Area Networks: Media Independent Handover Services, January 2009.

IETF RFC 1035, Domain Names - Implementation and Specification, P. Mockapetris, November 1987.

IETF RFC 3629, UTF-8, a transformation format of ISO 10646, F. Yergeau, November 2003.

IETF RFC 3748, Extensible Authentication Protocol (EAP), B. Aboba, L. Blunk, J. Vollbrecht, J. Carlson, H. Levkowetz, June 2004.

IETF RFC 3986, Uniform Resource Identifier (URI): Generic Syntax, January 2005.

IETF RFC 4282, The Network Access Identifier, December 2005.

IETF RFC 5222, LoST: A Location-to-Service Translation Protocol, August 2008.

[Editorial Note: This is already in the base IEEE 802.11-2007 standard]

OASIS Emergency Management Technical Committee, “Emergency Data Exchange Language (EDXL) Distribution Element, v. 1.0”. OASIS Standard EDXL-DE v1.0, May-2006.

Modify the following clause and re-number references as appropriate
Annex P

(Informative) 

Bibliography 

P.1 General 

Insert the following entries in P.1, renumbering as necessary

[B38] 3GPP IMS emergency sessions architecture: http://www.3gpp.org/ftp/Specs/html-info/23167.htm.
[B39] 3GPP TR 21.905, Vocabulary for 3GPP Specifications.
[B40] 3GPP TS 22.067: Enhanced Multi-Level Precedence and Pre-emption service (EMLPP); Stage 1.
[B41] 3GPP2 IMS emergency sessions architecture: http://www.3gpp2.org/Public_html/specs/X.S0060-0_v1.0_080729.pdf.
[B42] IETF ECRIT, “Extended ECRIT architecture supporting unauthenticated emergency services”: http://www.ietf.org/internet-drafts/draft-schulzrinne-ecrit-unauthenticated-access.
[B43] GSMA, IR.34 v4.6, Inter-Service Provider IP Backbone Guidelines, http://gsmworld.com/documents/IR3446.pdf, April 2009.




[B48] IETF RFC 2903, Generic AAA architecture, C. de Laat, G. Gross, L. Gommans, J. Vollbrechtm and D. Spence, August 2000 (status informational).
[B49] IETF RFC 3580, IEEE 802.1X Remote Authentication Dial In User Service (RADIUS) Usage Guidelines, P. Congdon, B. Aboba, A. Smith, G. Zorn, and J. Roese, Sept 2003.
[B50] IETF RFC 4776, Dynamic Host Configuration Protocol (DHCPv4 and DHCPv6) Option for Civic Addresses Configuration Information, H. Schulzrinne, November 2006.
[B51] IETF RFC 5139, Revised Civic Location Format for Presence Information Data Format Location Object (PIDF-LO), M. Thomson, February 2008.
[B52] International Code Council, Inc., “International Building Code 2006”, November 2006, ISBN-13: 978-1-58001-251-5.
[B53] ISO 639, Codes for the Representation of Names of Languages.
[B54] ISO 14962:1997, Space data and information transfer systems - ASCII encoded English.
[B55] NENA 08-002, Functional and Interface Standards for Next Generation 9-1-1 (i3), Version 1.0, 
http://www.nena.org/standards/technical/voip/functional-interface-NG911-i3.
Abstract


This submission updated the normative references and bibliographical sections of IEEE 802.11u Draft 9.0 and submission 11-10-620r1, addressing sponsor ballot CIDs 1012, 1040, 1041





Note: The IEEE 802.11-2007 base standard states for normative references: "The following referenced documents are indispensable for the application of this standard. For dated references, only the edition cited applies. For undated references, the latest edition of the referenced document (including any amendments or corrigenda) applies."
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