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-------------------------------------------------------------------------------------------------------------------------------

Clarification 1: Comments on P190L2, 9.24, the equation & sentence on PCP/AP clustering rule has some errors. Clarify the equation.
Proposed Resolution: In P190L2, modify the equation on PCP/AP clustering as follows.
Please change the following clause 9.24 as follows. (Page 190, lines 2 to page 190 lines 12.)
For each cluster, there exists a set of ClusterMaxMem Beacon SPs. The nth Beacon SP, Beacon SPn, begins at ClusterTimeOffsetn-1 usec following the start of each BTT of the S-PCP/S-AP, where:

ClusterTimeOffsetn-1 = ((dot11BeaconPeriod TUs)/ClusterMaxMem)
*(n-1)
and (n=2, 3…, ClusterMaxMem)

The ClusterTimeOffsetn-1 and Beacon SPn where n equals one is reserved for the S-PCP/S-AP.
-------------------------------------------------------------------------------------------------------------------------------
Clarification 2: Comment on P239L1, 9.28, to support independent DTP configuration for separate beamforming links within EL-cluster, some clarification is required.
Proposed Resolution: After P239L3, insert the following sentence, "If Beam link cluster is set to 0, then the links within EL-Cluster which are supporting DTP may maintain independent DTP configuration."
Please change the following clause 9.28 as follows. (Page 239, lines 1 to 3.)
The transmitting STA may send another DTP Request frame to a receiving STA even if it decided not to switch to the DTP configuration indicated by the receiving STA‘s last transmitted, if any, DTP Report frame.
If Beam link cluster is set to 0, then the links within EL-Cluster which are supporting DTP may maintain independent DTP configuration.
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