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Interpretation of a Motion to Adopt

A motion to approve this submission means that the editing instructions and any changed or added material are actioned in the TGaf Draft.  This introduction is not part of the adopted material.

Editing instructions formatted like this are intended to be copied into the TGaf Draft (i.e. they are instructions to the 802.11 editor on how to merge the text with the baseline documents).

TGaf Editor: Editing instructions preceded by “TGaf Editor” are instructions to the TGaf editor to modify existing material in the TGaf draft.  As a result of adopting the changes, the TGaf editor will execute the instructions rather than copy them to the TGaf Draft.

Discussion: The P802.11af Draft Annex E states the regulatory situation in two notes that were approved before the September 23, 2010 FCC 10-174 2nd Memorandum Opinion and Order. This submission updates the draft text describing the FCC regulations.

TGaf editor: Change the third and fourth paragraphs of E.2.4.1 as shown:
NOTE—There are significant requirements in FCC 47 C.F.R.[B9], Sections 15.701-717 that are subjects for petitions for

reconsideration: https://mentor.ieee.org/802.11/dcn/09/11-09-0423-01-0wng-fcc-08-260-petitions-for-reconsideration.

xls ; IEEE 802 Petition for Reconsideration http://fjallfoss.fcc.gov/ecfs/document/view?id=6520201311 . In particular,

Sections 15.713-715 (TV bands database) and 15.717 (TVBDs that rely on spectrum sensing) will not become

effective until approval has been given by the Office of Management and Budget.

The registration authorities are FCC designated authority is the FCC’s TV bands administrators (FCC 47 C.F.R.[B9], Sections 15.713-715).

NOTE—IEEE 802.11 terms differ from FCC 47 C.F.R. [B9], Section 15.703 Definitions in many particulars, but generally

an enabling STA is a Fixed or Mode II TVBDMaster Mode station, and each dependent STA has only one enabling STA at any time. Generally,

dependent STAs are Mode I TVBDsClient stations. Each Fixed or Mode II TVBD isEnabling STAs shall be “registered” with a TV bands database and operates
based on the information received from thatthe TV bands database. Fixed and Mode II TVBDs are certified to operate with specific TV bands databases using protocols specified by TV bands database administrators. Dependent STA operation with DSE (10.12.5) procedures

do not require that DSE enablement Public Action frames be transmitted only in a particular band - allowing other

unlicensed bands to be used for DSE enablement and control. DSE procedures do not require that the enabling signal be

received in a TVWS band, only that it be received over the air - allowing cellular bands, public safety bands and unlicensed

bands to be used for transmitting the enabling signal. FCC regulations require an encrypted Contact Verification Signal be received by Mode I TVBS to verify the integrity of the list of available channels FCC 47 C.F.R. [B9], Section 15.711. An enabling STA may act as a dependent STA in a BSS that

operates under the control of another enabling STA - permitting an IT department to operate as the TV bands database

interface for all the dependent STAs or access points IT manages. (737r3)
References: 11-11/0067r1 FCC TVWS orders Jan 11 consolidated text



Abstract


The P802.11af Draft Annex E states the regulatory situation in two notes that were approved before the September 23, 2010 FCC 10-174 2nd Memorandum Opinion and Order. This submission updates the draft text describing the FCC regulations.
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