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Abstract

This document provides resolution to the comment with CID 2136. The latter asks for removal of the term WDS from the IEEE 802.11-2007 standard.
Delete the following definition from 802.11-2007:

Apply the following changes to 802.11-2007:
· On page 22 in Clause 4 delete "WDS   wireless distribution system"

· In Figure 8-39 (Authenticator state machines, part 3) on page 231 in Clause 8.5.6.1 replace "WDS" with "(FromDS==1 AND ToDS == 1)".

· On page 792 in Clause C.2 (Data type and operator definitions for the MAC state machines) replace "synonym sWdsAddLng Integer = 6;" with "synonym sFourAddrAddLng Integer = 6;".

· On page 792 in Clause C.2 (Data type and operator definitions for the MAC state machines) replace "/* octets added for WDS (addr4) */" with "/* octets added for four address frame format (addr4) */".

· On page 792 in Clause C.2 (Data type and operator definitions for the MAC state machines) replace "(sMaxMsduLng + sMacHdrLng + sWdsAddLng + sWepAddLng + sCrcLng)" with "(sMaxMsduLng + sMacHdrLng + sFourAddrAddLng + sWepAddLng + sCrcLng)".

· On page 815 in Clause C.2 (Data type and operator definitions for the MAC state machines) replace "/* Address 4 [WDS-SA] field (6) */" with "/* Address 4 [Four Address frame SA] field (6) */".

· On page 846 in Clause C.3 (State machines for MAC STAs) replace "isWds:= toDs(pdu) and frDs(pdu)" with "isFourAddrFrame:= toDs(pdu) and frDs(pdu)".

· On page 846 in Clause C.3 (State machines for MAC STAs) replace all occurences of "if isWds then sWdsAddLng else 0 fi" with "if isFourAddrFrame then sFourAddrAddLng else 0 fi".
· On page 912 in Clause C.3 (State machines for MAC STAs) replace "dcl isWds Boolean ;" with "dcl isFourAddrFrame Boolean ;".

· On page 912 in Clause C.3 (State machines for MAC STAs) replace "isWds:= toDs(pdu) and frDs(pdu)" with "isFourAddrFrame:= toDs(pdu) and frDs(pdu)"

· On page 912 in Clause C.3 (State machines for MAC STAs) replace "sWepAddLng + sCrcLng - if isWds then sWdsAddLng else 0 fi" with "sWepAddLng + sCrcLng - if isFourAddrFrame then sFourAddrAddLng else 0 fi"

· On page 912 in Clause C.3 (State machines for MAC STAs) replace "if isWds then sWdsAddLng else 0 fi" with "if isFourAddrFrame then sFourAddrAddLng else 0 fi"

· On page 921 in Clause C.4 (State machines for MAC AP) replace all occurences of "wdsAddr" with "APAddr" and replace all occurrences of "'to Wds ?'" with "'to other AP ?'"

· On page 926 in Clause C.4 (State machines for MAC AP) replace "isWds:= toDs(pdu) and frDs(pdu)" with "isFourAddrFrame:= toDs(pdu) and frDs(pdu)".
· On page 926 in Clause C.4 (State machines for MAC AP) replace "if isWds then sWdsAddLng else 0 fi" with "if isFourAddrFrame then sFourAddrAddLng else 0 fi".
· On page 983 in Clause C.4 (State machines for MAC AP) replace "dcl isWds Boolean ;" with "dcl isFourAddrFrame Boolean ;" and replace "isWds:= toDs(pdu) and frDs(pdu)" with "isFourAddrFrame:= toDs(pdu) and frDs(pdu)".
· On page 983 in Clause C.4 (State machines for MAC AP) replace "decryptLng:=length(pdu) - sMacHdrLng - sWepAddLng + sCrcLng - if isWds then sWdsAddLng else 0 fi" with "decryptLng:=length(pdu) - sMacHdrLng - sWepAddLng + sCrcLng - if isFourAddrFrame then sFourAddrAddLng else 0 fi" and replace "if isWds then sWdsAddLng else 0 fi" with "if isFourAddrFrame then sFourAddrAddLng else 0 fi".
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