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Summary of the intention of this document
1. When we compile MIB in D10.0, many level 4 warnings are reported. The compiler outputs following warinings:

a. Some groups or compliance statements include deprecated object or group.

b. Some objects are not contained in any conformance group.
2. This document intends to eliminate some of these warnings although it does not resolve all warnings.
Suggested changes to the draft spec

Apply the following changes.
Corresponding changes to D10.0 are indicated in the following text with “Track Changes” on, to clarify the direction to the editor, except the amendment to the existing text in the base standard.
· MIB Detail

dot11NotificationGroup NOTIFICATION-GROUP


NOTIFICATIONS { 



dot11Disassociate, 



dot11Deauthenticate,



dot11AuthenticateFail, 



dot11Associate,



dot11AssociateFailed,



dot11Reassociate,



dot11ReassociateFailed  }


STATUS current


DESCRIPTION



"IEEE 802.11 notifications"


::= { dot11Groups 17 }

dot11PhyERPComplianceGroup OBJECT-GROUP


OBJECTS { dot11CurrentChannel, 



dot11ShortPreambleOptionImplemented,



dot11ChannelAgilityPresent,



dot11ChannelAgilityActivated,



dot11DSSSOFDMOptionImplemented,



dot11DSSSOFDMOptionActivated,



dot11PBCCOptionImplemented,



dot11ERPPBCCOptionImplemented,



dot11ERPBCCOptionActivated,



dot11ShortSlotTimeOptionImplemented,



dot11ShortSlotTimeOptionActivated }


STATUS current


DESCRIPTION



"Attributes that configure the ERP."


::= { dot11Groups 24 }
dot11RSNBase OBJECT-GROUP


OBJECTS { 



dot11RSNAConfigVersion,



dot11RSNAConfigPairwiseKeysImplemented,



dot11RSNAConfigGroupCipher,



dot11RSNAConfigGroupRekeyMethod,



dot11RSNAConfigGroupRekeyTime,



dot11RSNAConfigGroupRekeyPackets,



dot11RSNAConfigGroupRekeyStrict,



dot11RSNAConfigPSKValue,



dot11RSNAConfigPSKPassPhrase,



dot11RSNAConfigGroupUpdateCount,



dot11RSNAConfigPairwiseUpdateCount,



dot11RSNAConfigGroupCipherSize,



dot11RSNAConfigPairwiseCipherImplemented,



dot11RSNAConfigPairwiseCipherActivated,



dot11RSNAConfigPairwiseCipherSizeImplemented,



dot11RSNAConfigAuthenticationSuiteImplemented,



dot11RSNAConfigAuthenticationSuiteActivated,



dot11RSNAConfigNumberOfPTKSAReplayCountersImplemented,



dot11RSNAConfigSATimeout,



dot11RSNAConfigNumberOfGTKSAReplayCountersImplemented,



dot11RSNAAuthenticationSuiteSelected,



dot11RSNAPairwiseCipherSelected,



dot11RSNAGroupCipherSelected,



dot11RSNAPMKIDUsed,



dot11RSNAAuthenticationSuiteRequested,



dot11RSNAPairwiseCipherRequested,



dot11RSNAGroupCipherRequested,



dot11RSNATKIPCounterMeasuresInvoked,



dot11RSNA4WayHandshakeFailures,


dot11RSNAStatsSTAAddress,



dot11RSNAStatsVersion,



dot11RSNAStatsSelectedPairwiseCipher,



dot11RSNAStatsTKIPICVErrors,



dot11RSNAStatsTKIPLocalMICFailures,



dot11RSNAStatsTKIPRemoteMICFailures,



dot11RSNAStatsCCMPReplays,



dot11RSNAStatsCCMPDecryptErrors,



dot11RSNAStatsTKIPReplays,



dot11RSNAConfigSTKKeysImplemented,



dot11RSNAConfigSTKCipher,



dot11RSNAConfigSTKRekeyTime,



dot11RSNAConfigSMKUpdateCount,


dot11RSNAConfigSTKCipherSize,



dot11RSNAConfigNumberOfSTKSAReplayCountersImplemented,



dot11RSNAPairwiseSTKSelected,



dot11RSNAPreauthenticationImplemented,


dot11RSNASMKHandshakeFailures }


STATUS current


DESCRIPTION



"The dot11RSNBase object class provides the necessary support for managing RSNA functionality in the STA."


::= { dot11Groups 27 }
dot11FTComplianceGroup OBJECT-GROUP 


OBJECTS { 


-- Dot11FastBSSTransitionConfigEntry

     

dot11FastBSSTransitionActivated,

       

dot11FTMobilityDomainID,

       

dot11FTOverDSActivated,

       

dot11FTResourceRequestSupported,

       

dot11FTR0KeyHolderID,

       

dot11FTR0KeyLifetime,

       

dot11FTR1KeyHolderID,

       

dot11FTReassociationDeadline,



-- Dot11RMNeighborReportEntry 



dot11RMNeighborReportMobilityDomain }


STATUS current


DESCRIPTION



"This object class provides the objects from the IEEE 802.11 MIB required to manage fast BSS transition functionality. Note that additional objects for managing this functionality are located in the dot11FastBSS TransitionConfigTable."


::= { dot11Groups 40}

dot11PhyOFDMComplianceGroup3 OBJECT-GROUP 


OBJECTS { 



dot11CurrentFrequency,



dot11FrequencyBandsImplemented,



dot11ChannelStartingFactor,



dot11FiveMHzOperationImplemented,



dot11TenMHzOperationImplemented,



dot11TwentyMHzOperationImplemented,



dot11PhyOFDMChannelWidth,



dot11OFDMCCAEDImplemented,



dot11OFDMCCAEDRequired,



dot11OFDMEDThreshold, 


dot11STATransmitPowerClass,



dot11ACRType }
       
STATUS current

       
DESCRIPTION

       

"Attributes that configure the OFDM for IEEE 802.11."

       
::= { dot11Groups 42}

dot11PhyHTComplianceGroup OBJECT-GROUP


OBJECTS { 



dot11HighThroughputOptionImplemented,



dot11FortyMHzOperationImplemented,



dot11FortyMHzOperationActivated, 

    

dot11FortyMHzIntolerant,



dot11FortyMHzOptionImplemented,


dot11CurrentPrimaryChannel, 



dot11CurrentSecondaryChannel,



dot11HTGreenfieldOptionImplemented,



dot11HTGreenfieldOptionActivated,



dot11ShortGIOptionInTwentyImplemented,



dot11ShortGIOptionInTwentyActivated,



dot11ShortGIOptionInFortyImplemented,



dot11ShortGIOptionInFortyActivated,



dot11LDPCCodingOptionImplemented,



dot11LDPCCodingOptionActivated,



dot11TxSTBCOptionImplemented,



dot11TxSTBCOptionActivated,



dot11RxSTBCOptionImplemented,



dot11RxSTBCOptionActivated,



dot11BeamFormingOptionImplemented,



dot11BeamFormingOptionActivated,



dot11NumberOfSpatialStreamsImplemented,



dot11NumberOfSpatialStreamsActivated,



dot11HighestSupportedDataRate,



dot11TxMCSSetDefined,



dot11TxRxMCSSetNotEqual,



dot11TxMaximumNumberSpatialStreamsSupported,



dot11TxUnequalModulationSupported,



dot11TransmitSoundingPPDUOptionImplemented,



dot11NumberOfActiveRxAntennas  }


STATUS current


DESCRIPTION



"Attributes that configure the HT for IEEE 802.11."


::= { dot11Groups 49 }

dot11HTMACAdditions OBJECT-GROUP


OBJECTS { 



dot11HTOperationalMCSSet,



dot11MIMOPowerSave,



dot11NDelayedBlockAckOptionImplemented, 



dot11MaxAMSDULength,



dot11STBCControlFrameOptionImplemented,



dot11LsigTxopProtectionOptionImplemented,



dot11MaxRxAMPDUFactor,



dot11MinimumMPDUStartSpacing,



dot11PCOOptionImplemented,



dot11TransitionTime,



dot11MCSFeedbackOptionImplemented,



dot11HTControlFieldSupported,



dot11RDResponderOptionImplemented,

       

dot11BSSWidthTriggerScanInterval,

       

dot11BSSWidthChannelTransitionDelayFactor,

       

dot11OBSSScanPassiveDwell,

       

dot11OBSSScanActiveDwell,

       

dot11OBSSScanPassiveTotalPerChannel,

       

dot11OBSSScanActiveTotalPerChannel,

       

dot112040BSSCoexistenceManagementSupport,

       

dot11OBSSScanActivityThreshold,


dot11SPPAMSDUCapable,



dot11SPPAMSDURequired  }


STATUS current


DESCRIPTION



"Attributes that configure the HT for IEEE 802.11."


::= { dot11Groups 50 }

dot11SMTWNMReport OBJECT-GROUP


OBJECTS { 



dot11WNMVendorSpecificRprtRqstToken,



dot11WNMVendorSpecificRprtIfIndex,



dot11WNMVendorSpecificRprtContent,



dot11WNMMulticastDiagnosticRprtRqstToken,



dot11WNMMulticastDiagnosticRprtIfIndex,



dot11WNMMulticastDiagnosticRprtMeasurementTime,



dot11WNMMulticastDiagnosticRprtDuration,



dot11WNMMulticastDiagnosticRprtMcstGroup,



dot11WNMMulticastDiagnosticRprtReason,



dot11WNMMulticastDiagnosticRprtRcvdMsduCount,



dot11WNMMulticastDiagnosticRprtFirstSeqNumber,



dot11WNMMulticastDiagnosticRprtLastSeqNumber,



dot11WNMMulticastDiagnosticRprtMcstRate,



dot11WNMLocationCivicRprtRqstToken,



dot11WNMLocationCivicRprtIfIndex,



dot11WNMLocationCivicRprtCivicLocation,



dot11WNMLocationIdentifierRprtRqstToken,



dot11WNMLocationIdentifierRprtIfIndex,



dot11WNMLocationIdentifierRprtExpirationTSF,



dot11WNMLocationIdentifierRprtPublicIdUri,



dot11WNMEventTransitRprtRqstToken,



dot11WNMEventTransitRprtIfIndex,



dot11WNMEventTransitRprtEventStatus,



dot11WNMEventTransitRprtEventTSF,



dot11WNMEventTransitRprtUTCOffset,



dot11WNMEventTransitRprtTimeError,



dot11WNMEventTransitRprtSourceBssid,



dot11WNMEventTransitRprtTargetBssid,



dot11WNMEventTransitRprtTransitTime,



dot11WNMEventTransitRprtTransitReason,



dot11WNMEventTransitRprtTransitResult,



dot11WNMEventTransitRprtSourceRCPI,



dot11WNMEventTransitRprtSourceRSNI,



dot11WNMEventTransitRprtTargetRCPI,



dot11WNMEventTransitRprtTargetRSNI,



dot11WNMEventRsnaRprtRqstToken,



dot11WNMEventRsnaRprtIfIndex,



dot11WNMEventRsnaRprtEventStatus,



dot11WNMEventRsnaRprtEventTSF,



dot11WNMEventRsnaRprtUTCOffset,



dot11WNMEventRsnaRprtTimeError,



dot11WNMEventRsnaRprtTargetBssid,



dot11WNMEventRsnaRprtAuthType,



dot11WNMEventRsnaRprtEapMethod,



dot11WNMEventRsnaRprtResult,



dot11WNMEventRsnaRprtRsnElement,



dot11WNMEventPeerRprtRqstToken,



dot11WNMEventPeerRprtIfIndex,



dot11WNMEventPeerRprtEventStatus,



dot11WNMEventPeerRprtEventTSF,



dot11WNMEventPeerRprtUTCOffset,



dot11WNMEventPeerRprtTimeError,



dot11WNMEventPeerRprtPeerMacAddress,



dot11WNMEventPeerRprtOperatingClass,



dot11WNMEventPeerRprtChanNumber,



dot11WNMEventPeerRprtStaTxPower,



dot11WNMEventPeerRprtConnTime,



dot11WNMEventPeerRprtPeerStatus,



dot11WNMEventWNMLogRprtRqstToken,



dot11WNMEventWNMLogRprtIfIndex,



dot11WNMEventWNMLogRprtEventStatus,



dot11WNMEventWNMLogRprtEventTSF,



dot11WNMEventWNMLogRprtUTCOffset,



dot11WNMEventWNMLogRprtTimeError,



dot11WNMEventWNMLogRprtContent,



dot11WNMDiagMfrInfoRprtRqstToken,



dot11WNMDiagMfrInfoRprtIfIndex,



dot11WNMDiagMfrInfoRprtEventStatus,



dot11WNMDiagMfrInfoRprtMfrOi,



dot11WNMDiagMfrInfoRprtMfrIdString,



dot11WNMDiagMfrInfoRprtMfrModelString,



dot11WNMDiagMfrInfoRprtMfrSerialNumberString,



dot11WNMDiagMfrInfoRprtMfrFirmwareVersion,



dot11WNMDiagMfrInfoRprtMfrAntennaType,



dot11WNMDiagMfrInfoRprtCollocRadioType,




dot11WNMDiagMfrInfoRprtDeviceType,



dot11WNMDiagMfrInfoRprtCertificateID,



dot11WNMDiagConfigProfRprtRqstToken,



dot11WNMDiagConfigProfRprtIfIndex,



dot11WNMDiagConfigProfRprtEventStatus,



dot11WNMDiagConfigProfRprtProfileId,



dot11WNMDiagConfigProfRprtSupportedOperatingClasses,



dot11WNMDiagConfigProfRprtTxPowerMode,



dot11WNMDiagConfigProfRprtTxPowerLevels,



dot11WNMDiagConfigProfRprtCipherSuite,



dot11WNMDiagConfigProfRprtAkmSuite,



dot11WNMDiagConfigProfRprtEapType,



dot11WNMDiagConfigProfRprtEapVendorID,



dot11WNMDiagConfigProfRprtEapVendorType,



dot11WNMDiagConfigProfRprtCredentialType,



dot11WNMDiagConfigProfRprtSSID,



dot11WNMDiagConfigProfRprtPowerSaveMode,



dot11WNMDiagAssocRprtRqstToken,



dot11WNMDiagAssocRprtIfIndex,



dot11WNMDiagAssocRprtEventStatus,



dot11WNMDiagAssocRprtBssid,



dot11WNMDiagAssocRprtOperatingClass,



dot11WNMDiagAssocRprtChannelNumber,



dot11WNMDiagAssocRprtStatusCode,



dot11WNMDiag8021xAuthRprtRqstToken,



dot11WNMDiag8021xAuthRprtIfIndex,



dot11WNMDiag8021xAuthRprtEventStatus,



dot11WNMDiag8021xAuthRprtBssid,



dot11WNMDiag8021xAuthRprtOperatingClass,



dot11WNMDiag8021xAuthRprtChannelNumber,



dot11WNMDiag8021xAuthRprtEapType,



dot11WNMDiag8021xAuthRprtEapVendorID,



dot11WNMDiag8021xAuthRprtEapVendorType,



dot11WNMDiag8021xAuthRprtCredentialType,



dot11WNMDiag8021xAuthRprtStatusCode,



dot11WNMLocConfigRprtRqstToken,



dot11WNMLocConfigRprtIfIndex,



dot11WNMLocConfigRprtLocIndParams,



dot11WNMLocConfigRprtLocIndChanList,



dot11WNMLocConfigRprtLocIndBcastRate,



dot11WNMLocConfigRprtLocIndOptions,



dot11WNMLocConfigRprtStatusConfigSubelemId,



dot11WNMLocConfigRprtStatusResult,



dot11WNMLocConfigRprtVendorSpecificRprtContent,



dot11WNMBssTransitRprtRqstToken,



dot11WNMBssTransitRprtIfIndex,



dot11WNMBssTransitRprtStatusCode,



dot11WNMBssTransitRprtBSSTerminationDelay,



dot11WNMBssTransitRprtTargetBssid,



dot11WNMBssTransitRprtCandidateList,


dot11WNMColocInterfRprtRqstToken,



dot11WNMColocInterfRprtIfIndex,



dot11WNMColocInterfRprtPeriod,



dot11WNMColocInterfRprtInterfLevel,



dot11WNMColocInterfRprtInterfAccuracy,



dot11WNMColocInterfRprtInterfIndex,



dot11WNMColocInterfRprtInterfInterval,



dot11WNMColocInterfRprtInterfBurstLength,



dot11WNMColocInterfRprtInterfStartTime,



dot11WNMColocInterfRprtInterfCenterFreq,



dot11WNMColocInterfRprtInterfBandwidth }


STATUS current


DESCRIPTION



"The SMTWNMReport package is a set of attributes that shall be present if the STA supports the WNM service."


::= { dot11Groups 55 }

dot11SpectrumManagementGroup OBJECT-GROUP


OBJECTS {



-- Dot11SpectrumManagementEntry

--

dot11SpectrumManagementIndex,



dot11MitigationRequirement,



dot11ChannelSwitchTime,



dot11PowerCapabilityMaxImplemented,



dot11PowerCapabilityMinImplemented  }


STATUS current


DESCRIPTION



"This object class provides the objects from the IEEE 802.11 MIB for spectrum management."


::= { dot11Groups <ANA> }

dot11ProtectedManagementFrameGroup OBJECT-GROUP


OBJECTS {



-- Dot11StationConfigEntry 

      

dot11RSNAProtectedManagementFramesActivated,

       

dot11RSNAUnprotectedManagementFramesAllowed,

       

dot11AssociationSAQueryMaximumTimeout,

       

dot11AssociationSAQueryRetryTimeout,



-- dot11RSNAStatsEntry 



dot11RSNAStatsCMACICVErrors,



dot11RSNAStatsCMACReplays,



dot11RSNAStatsRobustMgmtCCMPReplays,



dot11RSNABIPMICErrors  }


STATUS current


DESCRIPTION



"This object class provides the objects from the IEEE 802.11 MIB required to operate protected management frame."


::= { dot11Groups <ANA>}
dot11LCIDSEGroup OBJECT-GROUP


OBJECTS {



-- Dot11LCIDSEEntry

--      

dot11LCIDSEIndex,

       

dot11LCIDSEIfIndex,

       

dot11LCIDSECurrentOperatingClass,

       

dot11LCIDSELatitudeResolution,

       

dot11LCIDSELatitudeInteger,

       

dot11LCIDSELatitudeFraction,

       

dot11LCIDSELongitudeResolution,

       

dot11LCIDSELongitudeInteger,

       

dot11LCIDSELongitudeFraction,

       

dot11LCIDSEAltitudeType,

       

dot11LCIDSEAltitudeResolution,

       

dot11LCIDSEAltitudeInteger,

       

dot11LCIDSEAltitudeFraction,

       

dot11LCIDSEDatum,

       

dot11RegLocAgreement,

       

dot11RegLocDSE,

       

dot11DependentSTA,

       

dot11DependentEnablementIdentifier,

       

dot11DSEEnablementTimeLimit,

       

dot11DSEEnablementFailHoldTime,

       

dot11DSERenewalTime,

       

dot11DSETransmitDivisor } 


STATUS current


DESCRIPTION



"This object class provides the objects from the IEEE 802.11 MIB required to enable 3650-3700 MHz Operation in USA."


::= { dot11Groups <ANA> }

dot11TDLSComplianceGroup OBJECT-GROUP


OBJECTS {



-- Dot11StationConfigEntry

       

dot11TunneledDirectLinkSetupImplemented,

       

dot11TDLSPeerUAPSDBufferSTAActivated,

       

dot11TDLSPeerPSMActivated,

       

dot11TDLSPeerUAPSDIndicationWindow,

       

dot11TDLSChannelSwitchingActivated,

       

dot11TDLSPeerSTAMissingAckRetryLimit,

       

dot11TDLSResponseTimeout,

       

dot11OCBActivated,

       

dot11TDLSProbeDelay,

       

dot11TDLSDiscoveryRequestWindow,

       

dot11TDLSACDeterminationInterval } 


STATUS current


DESCRIPTION



"This object class provides the objects from the IEEE 802.11 MIB required to operate tunneled direct link setup."


::= { dot11Groups <ANA> }

-- **********************************************************************

-- * Compliance Statements

-- **********************************************************************

dot11Compliance MODULE-COMPLIANCE


STATUS  current


DESCRIPTION



"The compliance statement for SNMPv2 entities that implement the IEEE 802.11 MIB."


MODULE  -- this module


MANDATORY-GROUPS {



dot11SMTbase12,



dot11MACbase3, 



dot11CountersGroup3,



dot11SmtAuthenticationAlgorithms, 



dot11ResourceTypeID, 



dot11PhyOperationComplianceGroup2 }


GROUP dot11PhyDSSSComplianceGroup


DESCRIPTION



"Implementation of this group is required when object dot11PHYType is dsss. 



This group is mutually exclusive to the following groups:



dot11PhyIRComplianceGroup



dot11PhyFHSSComplianceGroup2 



dot11PhyOFDMComplianceGroup3 



dot11PhyHRDSSSComplianceGroup



dot11PhyERPComplianceGroup



dot11PhyHTComplianceGroup"


GROUP dot11PhyIRComplianceGroup


DESCRIPTION



"Implementation of this group is required when object dot11PHYType is irbaseband. 



This group is mutually exclusive to the following groups:



dot11PhyFHSSComplianceGroup2 



dot11PhyDSSSComplianceGroup



dot11PhyOFDMComplianceGroup3 



dot11PhyHRDSSSComplianceGroup



dot11PhyERPComplianceGroup



dot11PhyHTComplianceGroup"


GROUP dot11PhyFHSSComplianceGroup2


DESCRIPTION



"Implementation of this group is required when object dot11PHYType is fhss.



This group is mutually exclusive to the following groups:



dot11PhyIRComplianceGroup



dot11PhyDSSSComplianceGroup



dot11PhyOFDMComplianceGroup3 



dot11PhyHRDSSSComplianceGroup



dot11PhyERPComplianceGroup



dot11PhyHTComplianceGroup"


GROUP dot11PhyOFDMComplianceGroup3


DESCRIPTION



"Implementation of this group is required when object dot11PHYType is ofdm.



This group is mutually exclusive to the following groups:



dot11PhyIRComplianceGroup



dot11PhyFHSSComplianceGroup2 



dot11PhyDSSSComplianceGroup



dot11PhyHRDSSSComplianceGroup



dot11PhyERPComplianceGroup



dot11PhyHTComplianceGroup"


GROUP dot11PhyHRDSSSComplianceGroup


DESCRIPTION



"Implementation of this group is required when object dot11PHYType is hrdsss.



This group is mutually exclusive to the following groups:



dot11PhyIRComplianceGroup



dot11PhyFHSSComplianceGroup2 



dot11PhyDSSSComplianceGroup



dot11PhyOFDMComplianceGroup3 



dot11PhyERPComplianceGroup



dot11PhyHTComplianceGroup"


GROUP dot11PhyERPComplianceGroup


DESCRIPTION



"Implementation of this group is required when object dot11PHYType is ERP. 



This group is mutually exclusive to the following groups:



dot11PhyIRComplianceGroup



dot11PhyFHSSComplianceGroup2 



dot11PhyDSSSComplianceGroup



dot11PhyOFDMComplianceGroup3 



dot11PhyHRDSSSComplianceGroup



dot11PhyHTComplianceGroup"


GROUP dot11PhyHTComplianceGroup


DESCRIPTION



"Implementation of this group is required when object dot11PHYType has the value of ht.



This group is mutually exclusive to the following groups:



dot11PhyIRComplianceGroup



dot11PhyFHSSComplianceGroup2 



dot11PhyDSSSComplianceGroup



dot11PhyOFDMComplianceGroup3 



dot11PhyHRDSSSComplianceGroup



dot11PhyERPComplianceGroup"


GROUP dot11HTMACAdditions 


DESCRIPTION



"The dot11HTMACAdditions group is optional."


GROUP dot11SMTprivacy


DESCRIPTION



"The dot11SMTprivacy group is optional."


GROUP dot11MACStatistics


DESCRIPTION



"The dot11MACStatistics group is optional."





GROUP dot11PhyTxPowerComplianceGroup


DESCRIPTION



"The dot11PhyTxPowerComplianceGroup group is optional."


GROUP dot11PhyRegDomainsSupportGroup


DESCRIPTION



"The dot11PhyRegDomainsSupportGroup group is optional."


GROUP dot11PhyAntennasListGroup


DESCRIPTION



"The dot11PhyAntennasListGroup group is optional."


GROUP dot11PhyRateGroup


DESCRIPTION



"The dot11PhyRateGroup group is optional."


GROUP dot11MultiDomainCapabilityGroup


DESCRIPTION



"The dot11MultiDomainCapabilityGroup group is optional."


GROUP dot11RSNAadditions


DESCRIPTION



"The dot11RSNAadditions group is optional."


GROUP dot11OperatingClassesGroup


DESCRIPTION



"The dot11OperatingClassesGroup group is optional."


GROUP dot11Qosadditions


DESCRIPTION



"The dot11Qosadditions group is optional."


GROUP dot11FTComplianceGroup


DESCRIPTION



"The dot11FTComplianceGroup group is optional."


GROUP dot11PhyAntennaComplianceGroup2


DESCRIPTION



"The dot11PhyAntennaComplianceGroup2 group is optional."


GROUP dot11PhyMCSGroup


DESCRIPTION



"The dot11PhyMCSGroup group is optional."


GROUP dot11TransmitBeamformingGroup


DESCRIPTION



"The dot11TransmitBeamformingGroup group is optional."

--
OPTIONAL-GROUPS { 


--
dot11SMTprivacy


--
dot11MACStatistics,



--
dot11PhyTxPowerComplianceGroup, 


--
dot11PhyRegDomainsSupportGroup,


--
dot11PhyAntennasListGroup, 


--
dot11PhyRateGroup,


--
dot11MultiDomainCapabilityGroup,


--
dot11PhyFHSSComplianceGroup2, 


--
dot11RSNAadditions,


--
dot11OperatingClassesGroup, 


--
dot11Qosadditions,


--
dot11RMCompliance, 


--
dot11FTComplianceGroup  


--
dot11PhyAntennaComplianceGroup2,


--
dot11HTMACadditions,


--
dot11PhyMCSGroup,


--
dot11TransmitBeamformingGroup 


--
dot11WNMCompliance} 


::= { dot11Compliances 1 }
-- ********************************************************************

-- * Compliance Statements - WNM

-- ********************************************************************

dot11WNMCompliance MODULE-COMPLIANCE


STATUS current


DESCRIPTION



" This object class provides the objects from the IEEE 802.11 



MIB required to manage wireless network management 



functionality. Note that additional objects for managing this



functionality are located in the IEEE 802.11 WNM MIB."


MODULE -- this module 


MANDATORY-GROUPS { dot11SMTRMRequest, dot11SMTRMReport, dot11SMTRMConfig }


GROUP dot11SMTbase12

DESCRIPTION "At least the dot11WirelessManagementImplemented object is required from dot11SMTbase12"


OBJECT dot11WirelessManagementImplemented


DESCRIPTION "Required object"


::= { dot11Compliances 5 }
-- ********************************************************************

-- * Compliance Statements - Spectrum Management

-- ********************************************************************

dot11SpectrumManagementCompliance MODULE-COMPLIANCE


STATUS current


DESCRIPTION



" This object class provides the objects from the IEEE 802.11 



MIB used to operate higher throughput."


MODULE -- this module 


MANDATORY-GROUPS { dot11SpectrumManagementGroup }

--
OPTIONAL-GROUPS { }


::= { dot11Compliances <ANA>}

-- ********************************************************************

-- * Compliance Statements - Protected management frame

-- ********************************************************************

dot11ProtectedManagementFrameCompliance MODULE-COMPLIANCE


STATUS current


DESCRIPTION



" This object class provides the objects from the IEEE 802.11 



MIB required to operate protected management frames."


MODULE -- this module 


MANDATORY-GROUPS { dot11ProtectedManagementFrameGroup }

--
OPTIONAL-GROUPS { }


::= { dot11Compliances <ANA> }

-- ********************************************************************

-- * Compliance Statements - LCIDSE

-- ********************************************************************

dot11LCIDSECompliance MODULE-COMPLIANCE


STATUS current


DESCRIPTION



" This object class provides the objects from the IEEE 802.11 



MIB required to enable 3650-3700 MHz Operation in USA."


MODULE -- this module 


MANDATORY-GROUPS { dot11LCIDSEGroup }

--
OPTIONAL-GROUPS { }


::= { dot11Compliances <ANA> }

-- ********************************************************************

-- * Compliance Statements - TDLS

-- ********************************************************************

dot11TDLSCompliance MODULE-COMPLIANCE


STATUS current


DESCRIPTION



" This object class provides the objects from the IEEE 802.11 



MIB required to manage tunnled direct link setup."


MODULE -- this module 


MANDATORY-GROUPS { dot11TDLSComplianceGroup }

--
OPTIONAL-GROUPS { dot11TDLSOptionGroup }


::= { dot11Compliances <ANA> }

References:

[1] Draft Specification.  doc.: IEEE P802.11-REVmb/D10.0, August 2011.



Abstract


This document provides suggested resolution to CID 14071 and 14075.
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