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Abstract: This document contains proposed resolutions for comments in Clauses 24.1.1 from TGah D1.0 with the CIDs below.
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CIDs for Clause 24.1.1
	CID
	Commenter
	Section
	Page
	Comment
	Proposed Change
	Resolution

	1362
	Ahmadreza Hedayat
	24
	237.22
	Is this the best place to bring such note in the general description section? It can be part of the paragraph above.
	As in the comment
	Revised, text change already applied in 11-14/0121r1.

	1363
	Ahmadreza Hedayat
	24
	237.45
	It seems a font size change from here ...
	Fix the font size.
	Revised, the font size is already corrected by editor.

	1364
	Ahmadreza Hedayat
	24
	238.03
	change "MCS0 to 7" to "MCS0 to MCS7"
	As in the comment
	Revised, change “MCS0 to 7” to “MCSs 0 to 7” by following the 11ac convention.  Similar modification to one more place in Page 301.42.

	1365
	Ahmadreza Hedayat
	24
	238.23
	Given DL MU MIMO is the only MU mode supported, "S1G MU PPDUs (transmit and receive)" should be "S1G MU PPDUs (transmit or receive)".
	As in the comment
	Reject, even though DL MU-MIMO is only supported in 11ac and 11ah, both DL and UL have to be supported.

“S1G MU PPDUs (transmit and receive)” means that AP supports MU PPDU transmissions and non-AP STA supports MU PPDU receptions.


TGah editor: please make the following changes in Clause 24.1.1:
· On Page 301.42 (CIDs #1364):
… …
Single spatial stream MCS0 to 2 MCSs 0 to 2, and MCS10 (for 1 MHz PPDU only)
… …
· On Page 301.57 (CIDs #1364):
… …
Single spatial stream MCS0 to 7 MCSs 0 to 7, and MCS10 (for 1 MHz PPDU only)
… …
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