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Abstract

This document proposes resolutions CID 501 and 515 on TGaj D3.0 in LB223.
Editorial Comments
	CID
	Clause
	Page
	Line
	Type
	Comment
	Proposed Change
	Remark

	501
	26.5.6.7
	223
	9
	E
	The description of the sentence "If the Additional PPDU field within the PHY header is equal to 0, the final block transmitted is followed by the same ZCZ sequence guard interval. If the Additional PPDU field within the PHY header is equal to 1, the final block transmitted of the last PPDU in an A-PPDU is followed by the same ZCZ sequence guard interval." is not consistent with the illustration in Figure 26-21.
	Suggest to revise as “If the Additional PPDU field within the SIG field is equal to 0, the same ZCZ sequence guard interval is prepended to the first block transmitted. If the Additional PPDU field within the SIG field is equal to 1, he same ZCZ sequence guard interval is prepended to the first block transmitted.”
	


Proposed resolution: Revised
Following this suggestion, the following sentences
“If the Additional PPDU field within the PHY header is equal to 0, the final block transmitted is followed by the same ZCZ sequence guard interval. If the Additional PPDU field within the PHY header is equal to 1, the final block transmitted of the last PPDU in an A-PPDU is followed by the same ZCZ sequence guard interval.”

are revised as follows:
“If the Additional PPDU field within the SIG field is equal to 0, the same ZCZ sequence guard interval is prepended to the first block transmitted. If the Additional PPDU field within the SIG field is equal to 1, the same ZCZ sequence guard interval is prepended to the first block transmitted.”
	CID
	Clause
	Page
	Line
	Type
	Comment
	Proposed Change
	Remark

	515
	3.4
	4
	9
	E
	"45MG" and "MIMO" both are already in 3.4, no need to have "45MG MIMO".
	Remove "45MG MIMO".
	


Proposed resolution: Accepted
Following this suggestion, “45MG MIMO 45MG multiple input and multiple output” is deleted.
45MG MIMO 45MG multiple input and multiple output
8
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