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Abstract
This submission proposes the spec text based on the following motion approved in the May 2018 meeting.

· The current value of BPUC (BSS Parameter Update Counter) should be indicated to the STA before it enters WUR mode

The baseline for the proposed spec text is IEEE P802.11 Draft 0.3. 

V0: initial draft
V1: small edits in “instruction to editors”
V2: change the name of “Counter” to “BSS Parameter Update Counter” and removed “wake up its PCR and” from section 31.7.3
V3: changes highlights in green.
V4: changes highlighted in purple
V5: added an author and corrected typos
V6: added motion text
V7: added Straw Poll Results
[bookmark: _GoBack]V8: corrected typo in motion text
    






Straw Poll
Do you support to incorporate the proposed changes in 11-18/1157r5 into the next revision of TGba draft?
Y/N/A: 17/0/0
Motion
Move to incorporate the proposed changes in 11-18/1157r8 into the next revision of TGba draft.
Mover: Xiaofei Wang
Seconder: 
TGba Editor: Instruction: Modify Section 31.7.2 AP Operation as follows:
An AP with dot11WUROptionImplemented set to true shall maintain a BSS Parameter Update Counter. The AP shall increase the value of the BSS Parameter Update Counter subfield of the TD Control field in the next transmitted broadcast WUR Wake-up frame when a critical update occurs to any of the elements inside the Beacon frame. The following events shall classify as a critical update:
· Inclusion of a Channel Switch announce element 
· Inclusion of an Extended Channel Switch announce element 
· Inclusion of a Wide Bandwidth Channel Switch element
· Inclusion of an Operating Mode Notification element
· Modification of the EDCA parameters
· Modification of the HT Operation element
· Modification of the VHT Operation element
· Modification of the DSSS Parameter Set
· Inclusion of a Channel Switch Wrapper element
The AP shall include the current value of the BSS Parameter Update Counter in the WUR Parameter field in the WUR Operation element contained in Beacon frames. The AP shall include a WUR Operation element in the WUR Mode Setup frames if the Counter value in the WUR Operation element has been recently updated.
The AP shall include the current value of the BSS Parameter Update Counter in the Counter subfield of the TD Control field in all transmitted broadcast WUR Wake up frames. 
TGba Editor: Instruction: Modify Section 31.7.3 Non-AP STA Operation as follows:
A non-AP STA with dot11WUROptionImplemented set to true shall maintain a BSS Parameter Update Counter. The STA shall update the value of its BSS Parameter Update Counter to the value of the Counter subfield contained in the latest WUR Operation element received from the AP with which it is associated. A non-AP STA that receives the Counter subfield of the TD Control field in a WUR Wake-up frame that contains a value that is different from the value of its BSS Parameter Update Counter the previously received Counter field shall follow the procedure defined in 11.2.3.17 (TIM Broadcast) to attempt to receive the PCR Beacon information subject to its PCR delay constraints.(#Ed)	Comment by Wang, Xiaofei (Clement): Removed “wake up its PCR and”
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