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CID 5421
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	441.54
	36.3.12.8.3
	This paragraph has nothing to do with EHT-SIG and should be removed. Alternatively, may consider to combine this paragraph with the paragraph explaining "Punctured 242-tone RU" (P441L26) for reader's information.
	Please refer to my comment.
	Revised

Agreed with the commenter. 

Instructions to the editor:
Please move the following paragraph:

“The pre-EHT modulated fields (see Figure 36-34 (Timing boundaries for EHT PPDU fields(#1968))) are not transmitted in 20 MHz subchannels in which the preamble is punctured.”
to Page 454, L56 of P802.11be D1.1 i.e., the end of subclause

36.3.12.1 Introduction under subclause 36.3.12 EHT preamble


Discussion begins
The paragraph which is moved:

[image: image1.png]The pre-EHT modulated fields (see Figure 36-34 (Timing boundaries for EHT PPDU fields(#1968))) are not
transmitted in 20 MHz subchannels in which the preamble is punctured.




The target position of the paragraph:

[image: image2.png]36.3.12 EHT preamble
36.3.12.1 Introduction

The EHT preamble consists of pre-EHT modulated fields and EHT modulated fields. The pre-EHT
modulated fields for the two EHT PPDU formats are the following:

— L-STF. L-LTF. L-SIG. RL-SIG. and U-SIG fields of an EHT TB PPDU
— L-STF. L-LTF. L-SIG. RL-SIG. U-SIG. and EHT-SIG fields of an EHT MU PPDU

#1342)The EHT modulated fields in the preamble for the two EHT PPDU formats are the EHT-STF and
EHT-LTF fields.

#1380)(#1381)(#2173)Pre-EHT modulated field design ensures that an EHT STA is required to process
only one 80 MHz frequency subblock of the pre-EHT modulated fields to get all the assignment information
for itself. For an EHT PPDU with bandwidth larger than 80 MHz. an EHT STA does not need to change to
other 80 MHz frequency subblocks while processing the pre-EHT modulated fields.




[Move to here]

End of discussion
Abstract


This submission contains proposed comment resolutions to comments on P802.11be D1.0. The changes are based on P802.11be D1.1.





1 comment is resolved.
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