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Abstract
This doecument is addressing a technical bug that was results in incorporating REVme changes update to the P802.11bf D4.0


Discussion:

The text associated with the GCMP was accidentally changed as it can be seen the required changes has been reflected in the CCMP related text but missing from the GCMP text and they are identical from Protected Sensing frames perspective.


[image: ]

[image: ]



TGBF Editor: Change the following text in P204L61-65

c) If management frame protection is negotiated, the receiver shall set the MFPC bit on a given link to 1, it shall maintain a single replay counter for received individually addressed robust Management frames
(except Protected Fine Timing frames (see 9.6.34 (Protected Fine Timing frame details)) and Protected Sensing frames (see 9.6.39 (Protected Sensing frame details)) that are received with the To DS subfield equal to 0, and a single replay counter for received individually addressed robust









References: P802.11 REVme 7.0 and P802.11bf D4.0
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12.5.2.4 CCMP decapsulation
12.5.2.4.4 PN and replay detection
Change items c) and d) as follows:

©) If management frame protection is negotiated. the receiver shall set the MFPC bit on a given link to 1 it
shall maintain a single replay counter for received individually addressed robust PV0 Management frames
‘except Protected Fine Timing frames (see ©.6 34 (Protected Fine Timing frame details)) and Protected Sens-
ing frames (see 0.6.39 (Protected Sensing frame details)) that are received with the To DS subfield equal to
0,2nd (S1G STA only) a single replay counter for received individually addressed robust PV1 Management
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12.5.4 GCM protocol (GCMP)

12.5.4.4 GCMP decapsulation

12.5.4.4.4 PN and replay detection

Change the third and fourth paragraphs as follows:

©) If management frame protection is negotiated. the receiver shall set the MFPC bit on a given link to 1 it
shall maintain a single replay counter for received individually addressed fobust Management frames

(except Protected Fine Timing frames (see 9.6.34 (Protected Fine Timing frame details)) that are received
with the To DS subfield equal to 0, and a single replay counter for received individually addressed robust




