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	Abstract	
[bookmark: _Hlk13974497]This submission proposes a typo fixed for UHR-SIG MCS:




Discussion:
No MCS 15 for UHR-SIG field as shown below. But there is some typo for the text.
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TGbn editor, please make the changes on page 229 of draft IEEE P802.11bn D0.3.
38.3.12 UHR-SIG modulation and coding schemes (UHR-SIG-MCSs)
The UHR-SIG-MCS is a compact representation of the modulation and coding used in the UHR-SIG field of
the UHR MU PPDU. The UHR-SIG modulation and coding scheme is carried in the UHR-SIG MCS field of
the U-SIG field in the UHR MU PPDU and supports UHR-MCS 0, UHR-MCS 1, and UHR-MCS 3, and UHRMCS
15.
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38.6 Parameters for UHR-3IG MCSs

The UHR-SIG MCSs, defined in Table 38-77 (UHR-SIG MCSs), are used for the UHR-SIG field
transmission in the UHR MU PPDU.
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Table 38-77—UHR-SIG MCSs
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Indicates the MCS used for modulating the
'UHR-SIG field.

Set to 0 for UHR-MCS 0.

Setto 1 for UHR-MCS 1.

Set to 2 for UHR-MCS 3.

Value 3 is Validate (#358) (#361) (#3707)




