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Draft for Sub GHz UWB PHY
6.1.1 Operating frequency range (Frequencies)

A single band of 500 MHz spread from 150 MHz to 650 MHz will be used.
Table 1 Center Frequencies of Sub GHz UWB

Frequency channel
 number
Frequency

[MHz]

1
400

6.1.3 Minimum LIFS and SIFS periods
Same as for 4 GHz UWB PHY

6.3.1 General packet format
Same as for 4 GHz UWB PHY

6.3.1.1 Preamble field

Same as for 4 GHz UWB PHY
6.3.1.2 SFD field

Same as for 4 GHz UWB PHY

6.4.1 PHY constants

Same as for 4 GHz UWB PHY

6.4.2 PIB attributes
Same as for 4 GHz UWB PHY

6.8b Sub GHz UWB PHY Specifications

The requirements for the Sub GHz UWB PHY are specified in 6.8b.1 through 6.8b.5.

6.8b.1 Data rates

Same as for 4 GHz UWB PHY

6.8b.2 Modulation and spreading
Same as for 4 GHz UWB PHY

6.8b.3 Preamble

Same as for 4 GHz UWB PHY

6.8b.4 Waveform 
Same as for 4 GHz UWB PHY

6.8b.5 Sub GHz UWB radio specification

In addition to meeting regional regulatory requirements, devices operating in the Sub GHz UWB band shall also meet the radio requirements in 6.8b.5.1 through 6.8b.5.4.
6.8b.5.1 Transmit power spectral density (PSD) mask

The transmitted spectral power density shall be less than –43 dB/M over the band of 150 MHz to 650 MHz.

6.8b.5.2 Symbol rate

Same as for 4 GHz UWB PHY

6.8b.5.3 Receiver sensitivity

Same as for 4 GHz UWB PHY

6.8b.5.4 Receiver Jamming Resistance
Same as for 4 GHz UWB PHY
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