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Proposed text for Table 5-3
Change and insert the following rows in Table 5-3 as follows.

	Table 5-3—Summary of MLME primitives
	
	
	

	Name
	Request
	Confirm
	Indication
	Response

	MLME-RESET
	5.3.1.1
	5.3.1.2
	–
	–

	MLME-SCAN
	5.3.2.1
	5.3.2.2
	5.3.2.3
	–

	MLME-START
	5.3.3.1
	5.3.3.2
	–
	–

	MLME-STOP
	5.3.4.1
	5.3.4.2
	–
	–

	MLME-ASSOCIATE
	5.3.5.1
	5.3.5.2
	5.3.5.3
	5.3.5.4

	MLME-DISASSOCIATE
	5.3.6.1
	5.3.6.2
	5.3.6.3
	–

	MLME-MEMBERSHIP-UPDATE
	5.3.7.1
	5.3.7.2
	–
	–

	MLME-SECURITY-ERROR
	–
	–
	5.3.7.3
	–

	MLME-SECURITY-MESSAGE
	5.3.7.4
	5.3.7.5
	5.3.7.6
	–

	MLME-PNC-HANDOVER
	–
	–
	5.3.8.1
	5.3.8.2

	MLME-NEW-PNC
	–
	–
	5.3.8.3
	–

	MLME-DEV-INFO
	5.3.9.1
	5.3.9.2
	5.3.9.3
	–

	MLME-SECURITY-INFO
	5.3.10.1
	5.3.10.2
	5.3.10.3
	5.3.10.4

	MLME-APPLICATION-SPECIFIC
	5.3.11.1
	5.3.11.2
	5.3.11.3
	–

	MLME-ANNOUNCE-SERVICE
	5.3.12.1
	5.3.12.2
	–
	–

	MLME-PICONET-SERVICES
	5.3.12.3
	5.3.12.4
	5.3.12.5
	–

	MLME-CREATE-STREAM
	5.3.13.1
	5.3.13.2
	5.3.13.3
	–

	MLME-MODIFY-STREAM
	5.3.13.4
	5.3.13.5
	–
	–

	MLME-TERMINATE-STREAM
	5.3.13.6
	5.3.13.7
	5.3.13.8
	–

	MLME-BSID-CHANGE
	5.3.14.1
	5.3.14.2
	–
	–

	MLME-PICONET-PARM-CHANGE
	–
	–
	5.3.14.3
	–

	MLME-PS-SET-INFORMATION
	5.3.15.1
	5.3.15.2
	–
	–

	MLME-SPS-CONFIGURE
	5.3.15.3
	5.3.15.4
	–
	–

	MLME-PM-MODE-CHANGE
	5.3.15.5
	5.3.15.6
	5.3.15.7
	–

	MLME-MONITOR-PM-MODE
	5.3.15.8
	5.3.15.9
	5.3.15.10
	–

	MLME-MULTICAST-CONFIGURATION
	5.3.16.1
	5.3.16.2
	–
	–

	MLME-MULTICAST-RX-SETUP
	5.3.16.3
	5.3.16.4
	–
	–

	MLME-BEACON-EVENT
	5.3.17.1
	5.3.17.2
	5.3.17.3
	–

	MLME-TXDIV
	5.3.18.1
	5.3.18.2
	—
	—

	MLME-MCS
	5.3.19.1
	5.3.19.2
	—
	—



Insert the following notes after Table 5-3.

NOTE1: MLME-ASSOCIATE.Response primitive is valid only for HRCP.
NOTE2: MLME-MCS primitives are valid only for HRCP SC PHY.
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