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Condition Field Description
Anshuman Nigam, Anil Agiwal, Hyunjeong Kang, Rakesh Taori
Samsung Electronics
1. Introduction
The condition fields in various messages need to be modified.
2. Proposed Text Change
Adopt the following remedies in IEEE P802.16.1b/D4.
 [Remedy1: Modify Table 69 on Page 33 as indicated]
6.2.3.43 Privacy Key MAC Control Messages (AAI-PKM-REQ/AAI-PKM-RSP)
Table 69—AAI-PKM-REQ message field description
	Field
	Size

(bits)
	Value/Description
	Condition

	…
	…
	…
	…

	If (PKM v3 message code == 10) {

	
	
	

	MGID

	1<delete></delete><insert>2</insert>

	Multicast group identifier that the M2M device subscribes.

	<delete></delete><insert>Shall</insert> be present when an M2M device is regis​tered for M2M multicast ser​vice of the M2M device group<insert> and the PKM v3 message code is set to10</insert>


	}

	
	
	


[Remedy2: Modify Table 70 on Page 33 as indicated]
6.2.3.43 Privacy Key MAC Control Messages (AAI-PKM-REQ/AAI-PKM-RSP)

Table 70—AAI-PKM-RSP message field description
	Field
	Size

(bits)
	Value/Description
	Condition

	…
	…
	…
	…

	If (PKM v3 message code == 9) {

	
	
	

	New-MGSS

	64

	A newly provided MGSS (M2M service Group Security Seed) for an M2M device group

	<delete></delete><insert>Shall</insert> be present when an M2M device is registered for M2M multicast service of the M2M device group<insert> and the PKM v3 message code is set to 9</insert>


	}

	
	
	

	If (PKM v3 message code == 11) { 

	
	
	

	MGID

	1<delete></delete><insert>2</insert>

	Multicast group identifier that the M2M device subscribes.

	<delete></delete><insert>Shall</insert> be present when an M2M device is regis​tered for M2M multicast ser​vice of the M2M device group <insert> and the PKM v3 message code is set to11</insert>


	MGSS

	64

	MGSS of the currently used MGTEK

	<delete></delete><insert>Shall</insert>  be present when an M2M device is registered for M2M multicast service of the M2M device group <insert> and the PKM v3 message code is set to11</insert>


	M2MGTEK-COUNT

	<insert> 16</insert>
	The index of the currently used MGTEK

	<delete></delete><insert>Shall</insert>  be present when an M2M device is registered for M2M multicast service of the M2M device group <insert> and the PKM v3 message code is set to11</insert>


	}

	
	
	


3. Reference

[1] IEEE P802.16.1b/D3[image: image1.png]
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