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1. Background
There are no MIH function discovery primitives defined in Draft specification D04. 

7.6.x  MIH_Function_Discover 
7.6.x.x  MIH_Function_Discover.request 

7.6.x.x.x  Function 

This primitive is used by MIH Users to discover the MIH function in the network. 

7.6.x.x.x  Semantics of Service primitive 
MIH_Function_Discover.request (

                                                      Source Identifier
                                                      )

	Name
	Type
	Valid Range
	Description

	Source Identifier
	Identifier
	Any valid individual or group identifier
	The identifier of entity where the request is initiated. 


7.6.x.x.x When genrated 
This primitive is generated by MIH Users that need to know the MIH function in the network 

7.6.x.x.x Effect on receipt

MIHF capable entities may respond with MIH Function  Discover. Confirm primitive.

7.6.x.x. MIH_Function_Discover.Confirm
This primitive is used by MIHF to inform the  MIH Users  about the presence MIH function 
7.6.x.x.x Semantics of Service primitive 

MIH_Function_Discover.Confirm(





Source Identifier, 
                                                         Destination Identifier




Network Identifier
                                               Status 




) 

	Name
	Type
	Valid Range
	Description

	Source Identifier
	Identifier
	Any valid individual or group identifier
	The identifier of entity where the request is initiated. This field may be optionally left empty if the command is local.

	Destination Identifier
	Identifier
	Valid MIHF identifier
	The destination identifier of request or response. This is the identifier of local or peer MIHF. 

	Network Identifier
	Network  ID
	N/A
	Identifier of the network  whose MIH  function is discovered

	Status 
	Enumerated 
	Success  Error 
	Status of operation


7.6.x.x.x When generated 

This primitive is generated when MIH Function Discover.response primitive is received by MIHF 
7.6.x.x.x Effect on receipt 

Upon receiving  this primitive, the receiving entity becomes aware of MIH function.  However, if the Status indicates an error, the recipient shall ignore any other returned values and , instead, shall perform appropriate error handling..

7.6.x.x MIH_Function_Discover.indication

7.6.x.x.x  Function 

This primitive is used by MIHF to notify the MIH Users
7.6.x.x.x  Semantics of Service primitive 
MIH_Function_Discover.Indication (

                                                      Source Identifier

                                                     Destination Identifier

                                                      )

	Name
	Type
	Valid Range
	Description

	Source Identifier
	Identifier
	Any valid individual or group identifier
	The identifier of entity where the request is initiated. 

	Destination Identifier
	Identifier
	Any valid individual or group identifier
	The identifier of entity where the request is initiated.


7.6.x.x.x When genrated 

This primitive is used by MIHF to notify the MIH Users when a MIH Function Discover.request is received
7.6.x.x.x Effect on receipt

MIHF users capable entities may respond with MIH Function  Discover. Response primitive.

7.6.x.x. MIH_Function_Discover.Response
This primitive is used by MIH Users to convey the presence of MIH functionality.

7.6.x.x.x Semantics of Service primitive 

MIH_Function_Discover.Response(





Source Identifier, 

                                                         Destination Identifier




Network Identifier

                                                         Status 




) 

	Name
	Type
	Valid Range
	Description

	Source Identifier
	Identifier
	Any valid individual or group identifier
	The identifier of entity where the request is initiated. This field may be optionally left empty if the command is local.

	Destination Identifier
	Identifier
	Valid MIHF identifier
	The destination identifier of request or response. This is the identifier of local or peer MIHF. 

	Network Identifier
	Network  ID
	N/A
	Identifier of the network  whose MIH  function is discovered

	Status 
	Enumerated 
	Success  Error 
	Status of operation


7.6.x.x.x When generated 

This primitive is generated when MIH Function Discover.indication primitive is received by MIHF
7.6.x.x.x Effect on receipt 

Upon receiving this primitive, the MIHF  generates the corresponding response. However, if the Status indicates an error, the recipient shall ignore any other returned values and , instead, shall perform appropriate error handling..

















